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START OF CHANGES

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

BSR
Buffer Status Report

BWP
Bandwidth Part

CE
Control ElementCSI
Channel State Information
CI-RNTI
Cancellation Indication RNTI
CSI-IM
CSI Intereference Measurement

CSI-RS
CSI Reference Signal

CS-RNTI
Configured Scheduling RNTI

INT-RNTI
Interruption RNTI

LCG
Logical Channel Group

LCP
Logical Channel Prioritization

MCG
Master Cell Group

NUL
Normal Uplink

NZP CSI-RS
Non-Zero Power CSI-RS

PHR
Power Headroom Report

PTAG
Primary Timing Advance Group

QCL
Quasi-colocation

RS
Reference Signal

SCG
Secondary Cell Group

SFI-RNTI
Slot Format Indication RNTI

SI
System Information

SpCell
Special Cell

SP
Semi-Persistent

SP-CSI-RNTI
Semi-Persistent CSI RNTI

SPS
Semi-Persistent Scheduling

SR
Scheduling Request

SS
Synchronization Signals

SSB
Synchronization Signal Block

STAG
Secondary Timing Advance Group

SUL
Supplementary Uplink

TAG
Timing Advance Group

TCI
Transmission Configuration Indicator

TPC-SRS-RNTI
Transmit Power Control-Sounding Reference Symbols-RNTI

ZP CSI-RS
Zero Power CSI-RS
NEXT CHANGES
5.4.2
HARQ operation

5.4.2.1
HARQ Entity

The MAC entity includes a HARQ entity for each Serving Cell with configured uplink (including the case when it is configured with supplementaryUplink), which maintains a number of parallel HARQ processes.

The number of parallel UL HARQ processes per HARQ entity is specified in TS 38.214 [7].

Each HARQ process supports one TB.

Each HARQ process is associated with a HARQ process identifier. For UL transmission with UL grant in RA Response, HARQ process identifier 0 is used.

The number of transmissions of a TB within a bundle of the dynamic grant or configured grant is given by REPETITION_NUMBER as follows:

-
For a dynamic grant, REPETITION_NUMBER is set to a value provided by lower layers, as specified in clause 6.1.2.1 of TS 38.214 [7];

-
For a configured grant, REPETITION_NUMBER is set to a value provided by lower layers, as specified in clause 6.1.2.3 of TS 38.214 [7].

If REPETITION_NUMBER > 1, after the initial transmission, REPETITION_NUMBER – 1 HARQ retransmissions follow within a bundle. For both dynamic grant and configured uplink grant, bundling operation relies on the HARQ entity for invoking the same HARQ process for each transmission that is part of the same bundle. Within a bundle, HARQ retransmissions are triggered without waiting for feedback from previous transmission according to REPETITION_NUMBER for a dynamic grant or configured uplink grant. Each transmission within a bundle is a separate uplink grant after the initial uplink grant within a bundle is delivered to the HARQ entity.
For each transmission within a bundle of the dynamic grant, the sequence of redundancy versions is determined according to clause 6.1.2.1 of TS 38.214 [7]. For each transmission within a bundle of the configured uplink grant, the sequence of redundancy versions is determined according to clause 6.1.2.3 of TS 38.214 [7].

For each uplink grant, the HARQ entity shall:

1>
identify the HARQ process associated with this grant, and for each identified HARQ process:

2>
if the received grant was not addressed to a Temporary C-RNTI on PDCCH, and the NDI provided in the associated HARQ information has been toggled compared to the value in the previous transmission of this TB of this HARQ process; or
2>
if the uplink grant was received on PDCCH for the C-RNTI and the HARQ buffer of the identified process is empty; or

2>
if the uplink grant was received in a Random Access Response; or

2>
if the uplink grant was received on PDCCH for the C-RNTI in ra-ResponseWindow and this PDCCH successfully completed the Random Access procedure initiated for beam failure recovery; or

2>
if the uplink grant is part of a bundle of the configured uplink grant, and may be used for initial transmission according to clause 6.1.2.3 of TS 38.214 [7], and if no MAC PDU has been obtained for this bundle:

3>
if there is a MAC PDU in the Msg3 buffer and the uplink grant was received in a Random Access Response; or:

3>
if there is a MAC PDU in the Msg3 buffer and the uplink grant was received on PDCCH for the C-RNTI in ra-ResponseWindow and this PDCCH successfully completed the Random Access procedure initiated for beam failure recovery:

4>
obtain the MAC PDU to transmit from the Msg3 buffer.

4>
if the uplink grant size does not match with size of the obtained MAC PDU; and

4>
if the Random Access procedure was successfully completed upon receiving the uplink grant:

5>
indicate to the Multiplexing and assembly entity to include MAC subPDU(s) carrying MAC SDU from the obtained MAC PDU in the subsequent uplink transmission;

5>
obtain the MAC PDU to transmit from the Multiplexing and assembly entity.

3>
else:

4>
obtain the MAC PDU to transmit from the Multiplexing and assembly entity, if any;

3>
if a MAC PDU to transmit has been obtained:
4>
deliver the MAC PDU and the uplink grant and the HARQ information of the TB to the identified HARQ process;

4>
instruct the identified HARQ process to trigger a new transmission;
4>
if the uplink grant is addressed to CS-RNTI; or

4>
if the uplink grant is a configured uplink grant; or

4>
if the uplink grant is addressed to C-RNTI, and the identified HARQ process is configured for a configured uplink grant:

5>
start or restart the configuredGrantTimer, if configured, for the corresponding HARQ process when the transmission is performed.

3>
else:

4>
flush the HARQ buffer of the identified HARQ process.

2>
else (i.e. retransmission):

3>
if the uplink grant received on PDCCH was addressed to CS-RNTI and if the HARQ buffer of the identified process is empty; or

3>
if the uplink grant is part of a bundle and if no MAC PDU has been obtained for this bundle; or

3>
if the uplink grant is part of a bundle of the configured uplink grant, and the PUSCH duration of the uplink grant overlaps with a PUSCH duration of another uplink grant received on the PDCCH or in a Random Access Response for this Serving Cell:

4>
ignore the uplink grant.

3>
else:

4>
deliver the uplink grant and the HARQ information (redundancy version) of the TB to the identified HARQ process;

4>
instruct the identified HARQ process to trigger a retransmission;
4>
if the uplink grant is addressed to CS-RNTI; or

4>
if the uplink grant is addressed to C-RNTI, and the identified HARQ process is configured for a configured uplink grant:

5>
start or restart the configuredGrantTimer, if configured, for the corresponding HARQ process when the transmission is performed.

When determining if NDI has been toggled compared to the value in the previous transmission the MAC entity shall ignore NDI received in all uplink grants on PDCCH for its Temporary C-RNTI.
NEXT CHANGES
6.1.3.13
Aperiodic CSI Trigger State Subselection MAC CE

The Aperiodic CSI Trigger State Subselection MAC CE is identified by a MAC subheader with LCID as specified in Table 6.2.1-1. It has a variable size consisting of following fields:

-
Serving Cell ID: This field indicates the identity of the Serving Cell for which the MAC CE applies. The length of the field is 5 bits;
-
BWP ID: This field indicates a DL BWP for which the MAC CE applies as the codepoint of the DCI bandwidth part indicator field as specified in TS 38.212 [9]. The length of the BWP ID field is 2 bits;

-
Ti: This field indicates the selection status of the Aperiodic Trigger States configured within aperiodicTriggerStateList or aperiodicTriggerStateListForDCI-Format0-2 depending on how D field is set, as specified in TS 38.331 [5]. T0 refers to the first trigger state within the list, T1 to the second one and so on. If the list does not contain entry with index i, MAC entity shall ignore the Ti field. The Ti field is set to 1 to indicate that the Aperiodic Trigger State i shall be mapped to the codepoint of the DCI CSI request field, as specified in TS 38.214 [7]. The codepoint to which the Aperiodic Trigger State is mapped is determined by its ordinal position among all the Aperiodic Trigger States with Ti field set to 1, i.e. the first Aperiodic Trigger State with Ti field set to 1 shall be mapped to the codepoint value 1, second Aperiodic Trigger State with Ti field set to 1 shall be mapped to the codepoint value 2 and so on. The maximum number of mapped Aperiodic Trigger States is 63;

-
D: This field indicates which aperiodic CSI trigger state list this MAC CE refers to. If the field is set to 0, the Ti fields indicate the Aperiodic Trigger States configured within aperiodicTriggerStateList; if the field is set to 1, the Ti field indicate the Aperiodic Trigger States configured within aperiodicTriggerStateListForDCI-Format0-2.
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Figure 6.1.3.13-1: Aperiodic CSI Trigger State Subselection MAC CE
NEXT CHANGES
5.7
Discontinuous Reception (DRX)

The MAC entity may be configured by RRC with a DRX functionality that controls the UE's PDCCH monitoring activity for the MAC entity's C-RNTI, CI-RNTI, CS-RNTI, INT-RNTI, SFI-RNTI, SP-CSI-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, and TPC-SRS-RNTI. When using DRX operation, the MAC entity shall also monitor PDCCH according to requirements found in other clauses of this specification. When in RRC_CONNECTED, if DRX is configured, for all the activated Serving Cells, the MAC entity may monitor the PDCCH discontinuously using the DRX operation specified in this clause; otherwise the MAC entity shall monitor the PDCCH as specified in TS 38.213 [6].
RRC controls DRX operation by configuring the following parameters:

-
drx-onDurationTimer: the duration at the beginning of a DRX Cycle;

-
drx-SlotOffset: the delay before starting the drx-onDurationTimer;

-
drx-InactivityTimer: the duration after the PDCCH occasion in which a PDCCH indicates a new UL or DL transmission for the MAC entity;

-
drx-RetransmissionTimerDL (per DL HARQ process except for the broadcast process): the maximum duration until a DL retransmission is received;

-
drx-RetransmissionTimerUL (per UL HARQ process): the maximum duration until a grant for UL retransmission is received;

-
drx-LongCycleStartOffset: the Long DRX cycle and drx-StartOffset which defines the subframe where the Long and Short DRX Cycle starts;

-
drx-ShortCycle (optional): the Short DRX cycle;

-
drx-ShortCycleTimer (optional): the duration the UE shall follow the Short DRX cycle;

-
drx-HARQ-RTT-TimerDL (per DL HARQ process except for the broadcast process): the minimum duration before a DL assignment for HARQ retransmission is expected by the MAC entity;

-
drx-HARQ-RTT-TimerUL (per UL HARQ process): the minimum duration before a UL HARQ retransmission grant is expected by the MAC entity.

When a DRX cycle is configured, the Active Time includes the time while:

-
drx-onDurationTimer or drx-InactivityTimer or drx-RetransmissionTimerDL or drx-RetransmissionTimerUL or ra-ContentionResolutionTimer (as described in clause 5.1.5) is running; or

-
a Scheduling Request is sent on PUCCH and is pending (as described in clause 5.4.4); or

-
a PDCCH indicating a new transmission addressed to the C-RNTI of the MAC entity has not been received after successful reception of a Random Access Response for the Random Access Preamble not selected by the MAC entity among the contention-based Random Access Preamble (as described in clause 5.1.4).

When DRX is configured, the MAC entity shall:

1>
if a MAC PDU is received in a configured downlink assignment:

2>
start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;

2>
stop the drx-RetransmissionTimerDL for the corresponding HARQ process.

1>
if a MAC PDU is transmitted in a configured uplink grant:

2>
start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first repetition of the corresponding PUSCH transmission;

2>
stop the drx-RetransmissionTimerUL for the corresponding HARQ process.

1>
if a drx-HARQ-RTT-TimerDL expires:

2>
if the data of the corresponding HARQ process was not successfully decoded:

3>
start the drx-RetransmissionTimerDL for the corresponding HARQ process in the first symbol after the expiry of drx-HARQ-RTT-TimerDL.

1>
if a drx-HARQ-RTT-TimerUL expires:

2>
start the drx-RetransmissionTimerUL for the corresponding HARQ process in the first symbol after the expiry of drx-HARQ-RTT-TimerUL.

1>
if a DRX Command MAC CE or a Long DRX Command MAC CE is received:

2>
stop drx-onDurationTimer;

2>
stop drx-InactivityTimer.

1>
if drx-InactivityTimer expires or a DRX Command MAC CE is received:

2>
if the Short DRX cycle is configured:

3>
start or restart drx-ShortCycleTimer in the first symbol after the expiry of drx-InactivityTimer or in the first symbol after the end of DRX Command MAC CE reception;

3>
use the Short DRX Cycle.

2>
else:

3>
use the Long DRX cycle.

1>
if drx-ShortCycleTimer expires:

2>
use the Long DRX cycle.

1>
if a Long DRX Command MAC CE is received:

2>
stop drx-ShortCycleTimer;

2>
use the Long DRX cycle.

1>
if the Short DRX Cycle is used, and [(SFN × 10) + subframe number] modulo (drx-ShortCycle) = (drx-StartOffset) modulo (drx-ShortCycle); or

1>
if the Long DRX Cycle is used, and [(SFN × 10) + subframe number] modulo (drx-LongCycle) = drx-StartOffset:

2>
start drx-onDurationTimer after drx-SlotOffset from the beginning of the subframe.

1>
if the MAC entity is in Active Time:

2>
monitor the PDCCH as specified in TS 38.213 [6];

2>
if the PDCCH indicates a DL transmission:
3>
start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;

3>
stop the drx-RetransmissionTimerDL for the corresponding HARQ process.

2>
if the PDCCH indicates a UL transmission:

3>
start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first repetition of the corresponding PUSCH transmission;

3>
stop the drx-RetransmissionTimerUL for the corresponding HARQ process.

2>
if the PDCCH indicates a new transmission (DL or UL):

3>
start or restart drx-InactivityTimer in the first symbol after the end of the PDCCH reception.

1>
in current symbol n, if the MAC entity would not be in Active Time considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause:

2>
not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7];

2>
not report CSI on PUCCH and semi-persistent CSI configured on PUSCH.

1>
if CSI masking (csi-Mask) is setup by upper layers:

2>
in current symbol n, if drx-onDurationTimer would not be running considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause:

3>
not report CSI on PUCCH.
NOTE:
If a UE multiplexes a CSI configured on PUCCH with other overlapping UCI(s) according to the procedure specified in TS 38.213 [6] subclause 9.2.5 and this CSI multiplexed with other UCI(s) would be reported on a PUCCH resource outside DRX Active Time, it is up to UE implementation whether to report this CSI multiplexed with other UCI(s).

Regardless of whether the MAC entity is monitoring PDCCH or not, the MAC entity transmits HARQ feedback, aperiodic CSI on PUSCH, and aperiodic SRS defined in TS 38.214 [7] when such is expected.
The MAC entity needs not to monitor the PDCCH if it is not a complete PDCCH occasion (e.g. the Active Time starts or ends in the middle of a PDCCH occasion).
NEXT CHANGES
7.1
RNTI values

RNTI values are presented in Table 7.1-1.

Table 7.1-1: RNTI values.

	Value (hexa-decimal)
	RNTI

	0000
	N/A

	0001–FFEF
	RA-RNTI, Temporary C-RNTI, C-RNTI, CI-RNTI,  MCS-C-RNTI, CS-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, TPC-SRS-RNTI, INT-RNTI, SFI-RNTI, and SP-CSI-RNTI

	FFF0–FFFD
	Reserved

	FFFE
	P-RNTI

	FFFF
	SI-RNTI


Table 7.1-2: RNTI usage.

	RNTI
	Usage
	Transport Channel
	Logical Channel

	P-RNTI
	Paging and System Information change notification
	PCH
	PCCH

	SI-RNTI
	Broadcast of System Information
	DL-SCH
	BCCH

	RA-RNTI
	Random Access Response
	DL-SCH
	N/A

	Temporary C-RNTI
	Contention Resolution
(when no valid C-RNTI is available)
	DL-SCH
	CCCH, DCCH

	Temporary C-RNTI
	Msg3 transmission
	UL-SCH
	CCCH, DCCH, DTCH

	C-RNTI, MCS-C-RNTI
	Dynamically scheduled unicast transmission
	UL-SCH
	DCCH, DTCH

	C-RNTI
	Dynamically scheduled unicast transmission
	DL-SCH
	CCCH, DCCH, DTCH

	MCS-C-RNTI
	Dynamically scheduled unicast transmission
	DL-SCH
	DCCH, DTCH

	C-RNTI
	Triggering of PDCCH ordered random access
	N/A
	N/A

	CS-RNTI
	Configured scheduled unicast transmission
(activation, reactivation and retransmission)
	DL-SCH, UL-SCH
	DCCH, DTCH

	CS-RNTI
	Configured scheduled unicast transmission
(deactivation)
	N/A
	N/A

	TPC-PUCCH-RNTI
	PUCCH power control
	N/A
	N/A

	TPC-PUSCH-RNTI
	PUSCH power control
	N/A
	N/A

	TPC-SRS-RNTI
	SRS trigger and power control
	N/A
	N/A

	INT-RNTI
	Indication pre-emption in DL
	N/A
	N/A

	SFI-RNTI
	Slot Format Indication on the given cell
	N/A
	N/A

	SP-CSI-RNTI
	Activation of Semi-persistent CSI reporting on PUSCH
	N/A
	N/A

	CI-RNTI
	Cancellation indication in UL
	N/A
	N/A

	NOTE:
The usage of MCS-C-RNTI is equivalent to that of C-RNTI in MAC procedures (except for the C-RNTI MAC CE).
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