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	Reason for change:
	RAN3 has agreed to remove Management Based MDT Allowed IE in the NR and NG-RAN for the initiation of management based MDT. Thus, section 5.1.3 needs to be modified accordingly.  

	
	

	Summary of change:
	Separate procedures for the management based initiation needs to be described for E-UTRA and UTRA, and NR and NG RAN. Following changes to clarify the MDT initiation in NR and NG-RAN are applied for MDT initiation:
1. In E-UTRA and UTRA, for management based MDT, the CN indicates to the RAN whether MDT is allowed to be configured by the RAN for this user considering e.g. user consent and roaming status (see TS 32.422 [6]), by providing management based MDT allowed information consisting of the Management Based MDT Allowed indication and optionally the Management Based MDT PLMN List. The management based MDT allowed information propagates during inter-PLMN handover if the Management Based MDT PLMN List is available and includes the target PLMN. 
2. In NR and NG-RAN, the Management based MDT allowed information is carried by the presence of the Management Based MDT PLMN list.    
Impact Analysis: 

Impacted 5G architecture options: 

NE-DC, NR-DC, NR Standalone

Impacted functionality:

MDT initiation
Inter-operability:

There is no UE impact as the signalling is between CN and RAN.


	
	

	Consequences if not approved:
	MDT data collection initiation procedure will not be correct for NR and NG-RAN.
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5.1.3
MDT Initiation

There are two cases that RAN should initiate a MDT measurements collection task. One is that the MDT task is initiated without targeting a specific UE by the cell traffic trace, i.e. management based trace function from OAM. The other is that the MDT task is initiated towards a specific UE by the signaling trace activation messages from CN nodes, i.e. the Initial Context Setup message, the Trace Start message or the Handover request message in E-UTRAN or NR, the CN Invoke Trace message in UTRAN. The detailed procedures to transfer the MDT configurations to RAN are specified in TS 32.422 [6].
For signalling based MDT, the CN shall not initiate MDT towards a particular user unless it is allowed.


In E-UTRA and UTRA, for management based MDT, the CN indicates to the RAN whether MDT is allowed to be configured by the RAN for this user considering e.g. user consent and roaming status (see TS 32.422 [6]), by providing management based MDT allowed information consisting of the Management Based MDT Allowed indication (Management Based MDT Allowed field in S1 and X2 signalling) and optionally the Management Based MDT PLMN List. The management-based MDT allowed information propagates during inter-PLMN handover if the Management Based MDT PLMN List is available and includes the target PLMN. 
In NR and NG-RAN, the Management based MDT allowed information is carried by the presence of the Management Based MDT PLMN list.    

A UE is configured with an MDT PLMN List only if user consent is valid for the RPLMN.


