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Even if the Sidelink CSI Reporting MAC CE of that destination is mutliplexed in the MAC PDU, the transmission in available SL resource may overlap with UL and SL transmission may be dropped due to prioritisation rule.
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	If the MAC entity has SL resources allocated for new transmission and SL resources can accommodate the Sidelink CSI Reporting MAC CE plus its suheader as a result of logical channel prioritization and SL transmission in the SL resources is not dropped due to prioritisation between SL and UL: Sidelink CSI Reporting MAC CE is generated and triggered SL-CSI reporting is cancelled
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[bookmark: _Toc510018567][bookmark: _Toc12718203]FIRST CHANGE
5.22.1.7	CSI Reporting
The Sidelink Channel State Information (SL-CSI) reporting procedure is used to provide a peer UE with sidelink channel state information as specified in clause 8.5 of TS 38.214 [7].
The MAC entity shall for each pair of the Source Layer-2 ID and the Destination Layer-2 ID:
1>	if the SL-CSI reporting has been triggered by a SCI and not cancelled:
2>	if the MAC entity has SL resources allocated for new transmission and SL resources can accommodate the Sidelink CSI Reporting MAC CE plus its suheader as a result of logical channel prioritization and SL transmission in the SL resources is not deperioritized as a result of prioritisation between SL and UL (as specified in 5.22.1.3.1):
3>	instruct the Multiplexing and Assembly procedure to generate a Sidelink CSI Reporting MAC CE as defined in clause 6.1.3.35;
3>	cancel the triggered SL-CSI reporting.
2>	else if the MAC entity has been configured by RRC to transmit using a SL-RNTI or SLCS-RNTI:
3>	trigger a Scheduling Request.
END OF CHANGES


