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	Reason for change:
	In agreed CR of R2-1809210, the change has been made to the title of 5.1.2.1.4 that SRB duplication should be included in this section, yet the change is missing in the final implemented specification of V15.0.0, even though the SRB duplication case is included in section 5.1.2.1.4.1.

	
	

	Summary of change:
	In 5.1.2.1.4, to include the SRB case in the title as well, as originally agreed in CR of R2-1809210.

Impact analysis
Impacted functionality:
SRB duplication
Inter-operability: 
The CR corrects an implementation error (since SRB is actually included in section 5.1.2.14.1), no interoperability issue is foreseen.

	
	

	Consequences if not approved:
	It would lead to misunderstanding that DL PDCP behavior for SRB duplication case is not covered by 36.323.
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[bookmark: _Toc20425880][bookmark: _Toc29321276]
[bookmark: _Toc12524370]5.1.2.1.4	Procedures for DRBs mapped on RLC AM or RLC UM, for LWA bearers, for SRBs and for SLRB when the reordering function is used
For DRBs mapped on RLC AM and RLC UM, for LWA bearers and when PDCP duplication is used, the PDCP entity shall use the reordering function as specified in this clause when:
-	the PDCP entity is associated with two RLC entities; or
-	the PDCP entity is configured for a LWA bearer; or
-	the PDCP entity is associated with one AM RLC entity after it was, according to the most recent reconfiguration, associated with two AM RLC entities or configured for a LWA bearer without performing PDCP re-establishment; or
-	the PDCP entity is configured with PDCP duplication.
For SLRBs mapped on RLC UM, the PDCP entity shall use the reordering function as specified in this clause when:
-	the PDCP entity receives a PDCP SN which is not "0".
The PDCP entity shall not use the reordering function in other cases.
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