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Discussion and Decision
1 Introduction
SCell dormancy is introduced in DCCA Enhancement WI. UE behavior and configuration on dormant BWP is clearly defined but there is one FFS on the BWP configuration. 
· FFS: the implicit BFD-RS configuration for dormant BWP is supported or not.
This contribution provides our view on the BFD-RS configuration for dormant BWP. 
2 Discussion

SCell dormancy is introduced for fast SCell activation. In order to achieve the purpose, UE behavior in dormancy is defined as below. 
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In order to help network to perform fast scheduling for data transmission/reception on the non-dormant BWP, UE will keep on beam/CSI measurement and provide the L1 measurement result to network when UE is working on dormant BWP. Since the purpose of the L1 CSI/beam measurement result is to serve the scheduling for data transmission on non-dormant BWP, the measurement result should reflect the radio condition on the first non-dormant BWP when UE is switching out of the dormant BWP. Therefore, the BFD-RS configuration should reflect the radio quality of firstWithinActiveTimeBWP and firstOutsideActiveTimeBWP. 
Observation: The beam measurement and CSI measurement when UE works in dormant BWP should reflect the radio quality of firstWithinActiveTimeBWP and firstOutsideActiveTimeBWP.
If the BFD-RS configuration is not explicitly configured in dormant BWP, UE should perform the measurement according to the BFD-RS configuration in firstWithinActiveTimeBWP and firstOutsideActiveTimeBWP.
Proposal: If BFD-RS configuration is not explicitly configured in dormant BWP, UE should perform the configuration in firstWithinActiveTimeBWP and firstOutsideActiveTimeBWP.
3 Conclusion
According to the analysis in section 2, we propose that:
Proposal: If BFD-RS configuration is not explicitly configured in dormant BWP, UE should perform the configuration in firstWithinActiveTimeBWP and firstOutsideActiveTimeBWP.
