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1. Overall Description
RAN2 has discussed dynamic NeedForGap and made the following agreements.
	RAN2 #108 meeting (Nov. 2019)

· For Release-16, if both the network and UE support such capability reporting, the measurement gap requirement information for NR target is reported back by the UE in the UE response to a NW configuration RRC message where this is reported based on the resultant configuration. 
· Assumption: UE report NeedForGap capability for supported NR bands 

RAN2 #109 meeting (Feb. 2020)

· The use of dynamic Need for gaps is configured by RRC. 

· The UE includes the NeedForGap signalling In RRC Resume Complete, The UE always includes it.
· The UE includes the NeedForGap signalling In RRC Reconfiguration Complete, The UE includes the signalling if NeedForGap is changed.

· FFS if there are additional conditions (e.g. additional network control) and/or additional trigger (network request). 
· In dynamic need for gap reporting, the network could deconfigure the feature temporarily in order to prevent UE from sending the information. The UE shall report the NeedForGap information if the feature is enabled by the network from disable (i.e. the UE reports the information no matter the capability is changed or not).

· In Rel-16, the reporting of additional NeedForGap information based on the potential band combinations is not supported.  The UE reports the NeedForGap information based on resultant configuration (current configured band combination). 

· In Rel-16, the reporting of measurement gap requirement information with granularity of frequency range (e.g. FR1 and/or FR2) is not supported. 

· It is FFS whether to introduce a target band filter configuration for dynamic need for gap reporting. If agreed, the UE only reports the NeedForGap information for the corresponding target bands provided by the network.

· It is FFS whether to report NeedForGap information for intra-frequency measurement. If agreed, the intra-frequency NeedForGpp information should be reported by separate IE (different from the one for inter-frequency measurement)




2. Actions:

RAN2 respectfully asks RAN4 to take RAN2 agreements into account and let RAN2 know if any concerns.
3. Date of Next RAN2 Meetings:

TSG-RAN2 Meeting #110-e                           1 - 12 June 2020                emeeting
TSG-RAN2 Meeting #111                             24 - 28 Aug. 2020               France
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