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[bookmark: _Toc29239854][bookmark: _Toc37296214][bookmark: _Hlk37345919]5.10	Activation/Deactivation of PDCP duplication
If one or more DRBs are configured with PDCP duplication, the network may activate and deactivate the PDCP duplication for all or a subset of associated RLC entities for the configured DRB(s).
The PDCP duplication for the configured DRB(s) is activated and deactivated by:
-	receiving the Duplication Activation/Deactivation MAC CE described in clause 6.1.3.11;
-	receiving the Duplication RLC Activation/Deactivation MAC CE described in clause 6.1.3.32;
-	indication by RRC.
The PDCP duplication for all or a subset of associated RLC entities for the configured DRB(s) is activated and deactivated by:
-	receiving the Duplication RLC Activation/Deactivation MAC CE described in clause 6.1.3.32;
-	receiving the Duplication Activation/Deactivation MAC CE described in clause 6.1.3.11;
-	indication by RRC.
The MAC entity shall for each DRB configured with PDCP duplication:
1>	if a Duplication Activation/Deactivation MAC CE is received activating the PDCP duplication of the DRB:
2>	indicate the activation of PDCP duplication of the DRB to upper layers.
1>	if a Duplication Activation/Deactivation MAC CE is received deactivating the PDCP duplication of the DRB:
2>	indicate the deactivation of PDCP duplication of the DRB to upper layers.
Editor's Note: It is an FFS whether and how Rel-15 MAC CE turns on and off PDCP duplication with more than 2 RLC entities.
1>	if a Duplication RLC Activation/Deactivation MAC CE or a Duplication Activation/Deactivation MAC CE is received activating PDCP duplication for associated RLC entities of a DRB configured with PDCP duplication:
2>	indicate the activation of PDCP duplication for the indicated secondary RLC entity(ies) of the DRB to upper layers.
1>	if a Duplication RLC Activation/Deactivation MAC CE or a Duplication Activation/Deactivation MAC CE is received deactivating PDCP duplication for associated RLC entities of a DRB configured with PDCP duplication:
2>	indicate the deactivation of PDCP duplication for the indicated secondary RLC entity(ies) of the DRB to upper layers.


	NEXT CHANGE



[bookmark: _Toc29239889][bookmark: _Toc37296288][bookmark: _Hlk37346195]6.1.3.11	Duplication Activation/Deactivation MAC CE
The Duplication Activation/Deactivation MAC CE of one octet is identified by a MAC subheader with LCID as specified in Table 6.2.1-1. It has a fixed size and consists of a single octet containing eight D-fields. The Duplication Activation/Deactivation MAC CE is defined, for a MAC entity, as follows (Figure 6.1.3.11-1).
-	Di: This field indicates the activation/deactivation status of the PDCP duplication of DRB i where i is the ascending order of the DRB ID among the DRBs configured with PDCP duplication and with RLC entity(ies) associated with this MAC entity. The Di field is set to 1 to indicate that the PDCP duplication of DRB i shall be activated if DRB i is configred with one secondary RLC entity, or the most recently configured PDCP duplication state in which at least one bit set to ‘1’ is applied if DRB i is configured with more than one secondary RLC entities.. The Di field is set to 0 to indicate that the PDCP duplication of DRB i shall be deactivated.


Figure 6.1.3.11-1: Duplication Activation/Deactivation MAC CE

	CHANGE END
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