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Introduction
[bookmark: _Ref178064866]In our contributions [1, 2], two remaining issues are discussed: one is for editor’s note in Guard symbol MAC CE and another is for a FFS on LCID extension. Based on the observations and proposals in these two contributions, the below Text proposal is proposed. 
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START of CHANGE
5.20	Guard symbols for IAB
For IAB operation, the MAC entity on the IAB-DU or IAB-donor DU should reserve a sufficient number of symbols at the beginning and the end of each slot to allow the child IAB-node to switch operation from its IAB-DU to its IAB-MT function and operation from its IAB-MT function to its IAB-DU. The MAC entity on the IAB-DU or IAB-donor DU informs the child node about the number of guard symbols it provides via the Provided Guard Symbol MAC CE. The IAB-MT on the child node can inform the IAB-DU or IAB-donor DU about the number of guard symbols desired via the Desired Guard Symbol MAC CE. The MAC entity applies the Guard Symbol MAC CE to either MCG or SCG on which it is received.
Upon reception of a Provided Guard Symbol MAC CE the MAC entity shall:
-	indicate to lower layers the number of provided guard symbols and the SCS configuration.
The MAC entity may:
1>	if a Desired Guard Symbol query has not been triggered:
2>	trigger a Desired Guard Symbol query.
If the MAC entity has UL resources allocated for new transmission the MAC entity shall:
1>	for each Desired Guard Symbol query that the Desired Guard Symbol procedure determines has been triggered and not cancelled:
2>	if the allocated UL resources can accommodate a Desired Guard Symbol MAC CE plus its subheader as a result of LCP as defined in clause 5.4.3.1:
3>	instruct the Multiplexing and Assembly procedure to generate the Desired Guard Symbol MAC CE;
3>	cancel this Desired Guard Symbol query.
A separate value for the number of guard symbols is specified for each of the following eight switching scenarios (see Table 5.20-1).
Table 5.20-1: Switching scenarios and relevant guard symbols
	Switching scenario
	Field for number of guard symbols in MAC CE

	IAB-MT operation to IAB-DU operation
	DL Rx to DL Tx
	NmbGS1

	
	DL Rx to UL Rx
	NmbGS2

	
	UL Tx to DL Tx
	NmbGS3

	
	UL Tx to UL Rx
	NmbGS4

	IAB-DU operation to IAB-MT operation
	DL Rx to DL Tx
	NmbGS5

	
	DL Rx to UL Rx
	NmbGS6

	
	UL Tx to DL Tx
	NmbGS7

	
	UL Tx to UL Rx
	NmbGS8



NEXT CHANGE
6.2	Formats and parameters
[bookmark: _Toc29239902]6.2.1	MAC subheader for DL-SCH and UL-SCH
The MAC subheader consists of the following fields:
-	LCID: The Logical Channel ID field identifies the logical channel instance of the corresponding MAC SDU or the type of the corresponding MAC CE or padding as described in Tables 6.2.1-1 and 6.2.1-2 for the DL-SCH and UL-SCH respectively. There is one LCID field per MAC subheader. The LCID field size is 6 bits. If the LCID field is set to 34, one additional octet is present in the MAC subheader containing the eLCID field and follow the octet containing LCID field. If the LCID field is set to 33, two additional octets are present in the MAC subheader containing the eLCID field and these two additional octets follow the octet containing LCID field;
-	eLCID: The extended Logical Channel ID field identifies the logical channel instance of the corresponding MAC SDU as described in tables 6.2.1-1a, 6.2.1-1b, 6.2.1-2a and 6.2.1-2b for the DL-SCH and UL-SCH respectively. The size of the eLCID field is either 8 bits or 16 bits.
NOTE 1:	The extended Logical Channel ID space using two-octet eLCID and the relevant MAC subheader format is used, only when configured, on the NR backhaul links between IAB nodes or between IAB node and IAB Donor.
-	L: The Length field indicates the length of the corresponding MAC SDU or variable-sized MAC CE in bytes. There is one L field per MAC subheader except for subheaders corresponding to fixed-sized MAC CEs, padding, and MAC SDUs containing UL CCCH. The size of the L field is indicated by the F field;
-	F: The Format field indicates the size of the Length field. There is one F field per MAC subheader except for subheaders corresponding to fixed-sized MAC CEs, padding, and MAC SDUs containing UL CCCH. The size of the F field is 1 bit. The value 0 indicates 8 bits of the Length field. The value 1 indicates 16 bits of the Length field;
-	R: Reserved bit, set to 0.
The MAC subheader is octet aligned.
Table 6.2.1-1 Values of LCID for DL-SCH
	Codepoint/Index
	LCID values

	0
	CCCH

	1–32
	Identity of the logical channel

	33
	Extended logical channel ID field (two-octet eLCID field)

	34
	Extended logical channel ID field (one–octet eLCID field)

	35, 45, 46
	Reserved

	36
	SP Positioning SRS Activation/Deactivation

	37
	Duplication RLC Activation/Deactivation

	38
	Absolute Timing Advance Command

	39
	CC list-based SRS Activation/Deactivation

	40
	PUSCH Pathloss Reference RS Activation/Deactivation

	41
	SRS Pathloss Reference RS Activation/Deactivation

	42
	AP SRS spatial relation Indication

	43
	Enhanced PUCCH spatial relation Activation/Deactivation

	44
	Enhanced TCI States Activation/Deactivation for UE-specific PDSCH

	45
	Number of Provided Guard Symbols

	46
	Timing Delta

	47
	Recommended bit rate

	48
	SP ZP CSI-RS Resource Set Activation/Deactivation

	49
	PUCCH spatial relation Activation/Deactivation

	50
	SP SRS Activation/Deactivation 

	51
	SP CSI reporting on PUCCH Activation/Deactivation

	52
	TCI State Indication for UE-specific PDCCH

	53
	TCI States Activation/Deactivation for UE-specific PDSCH

	54
	Aperiodic CSI Trigger State Subselection

	55
	SP CSI-RS/CSI-IM Resource Set Activation/Deactivation

	56
	Duplication Activation/Deactivation

	57
	SCell Activation/Deactivation (four octets)

	58
	SCell Activation/Deactivation (one octet)

	59
	Long DRX Command

	60
	DRX Command

	61
	Timing Advance Command

	62
	UE Contention Resolution Identity

	63
	Padding



Table 6.2.1-1a Values of two-octet eLCID for DL-SCH
	Index
	LCID values

	320 to (216 + 319191)
	Identity of the logical channel

	(216 + 192) to (216 + 319)
	Reserved



Table 6.2.1-1b Values of one-octet eLCID for DL-SCH
	Codepoint
	Index
	LCID values

	0 to 255
	64 to 319
	reserved



Table 6.2.1-2 Values of LCID for UL-SCH
	Index
	LCID values

	0
	CCCH of size 64 bits (referred to as "CCCH1" in TS 38.331 [5])

	1–32
	Identity of the logical channel

	33
	Extended logical channel ID field (two–octet eLCID field)

	34
	Extended logical channel ID field (one–octet eLCID field)

	35–39, 50, 51
	Reserved

	40
	Sidelink Configured Grant Confirmation

	41
	Truncated Sidelink BSR

	42
	Sidelink BSR

	43
	Multiple Entry Configured Grant Confirmation

	44
	LBT failure (four octets)

	45
	LBT failure (one octet)

	46
	SCell BFR (four octets Ci)

	47
	SCell BFR (one octet Ci)

	48
	Truncated SCell BFR (four octets Ci)

	49
	Truncated SCell BFR (one octet Ci)

	50
	Number of Desired Guard Symbols

	51
	Pre-emptive BSR

	52
	CCCH of size 48 bits (referred to as "CCCH" in TS 38.331 [5])

	53
	Recommended bit rate query

	54
	Multiple Entry PHR (four octets Ci)

	55
	Configured Grant Confirmation

	56
	Multiple Entry PHR (one octet Ci)

	57
	Single Entry PHR

	58
	C-RNTI

	59
	Short Truncated BSR

	60
	Long Truncated BSR

	61
	Short BSR

	62
	Long BSR

	63
	Padding



[bookmark: _Toc12718157]Table 6.2.1-2a Values of two-octet eLCID for UL-SCH
	Codepoint/IIndex
	LCID values

	320 to (216 + 319191)
	Identity of the logical channel

	(216 + 192) to (216 + 319)
	Reserved



Table 6.2.1-2b Values of one-octet eLCID for UL-SCH
	Codepoint
	Index
	LCID values

	0 to 255
	64 to 319
	reserved



NOTE 2:	For the eLCID space, the 16-bit codepoint 000…00 (all zeros) corresponds to the index value of 320, while the 16-bit codepoint 111…11 (all ones) corresponds to the index value of 216 + 319.
END of CHANGE
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