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	Reason for change:
	In last meeting, RAN2 agreed that “For the EN-DC case, the SRB2 on LTE leg carries information that consists of an F1-AP message encapsulated in SCTP/IP or F1-C related SCTP/IP packet”.
This clarification of F1-AP transfer over E-UTRA should be captured in the TS 37.340.


	
	

	Summary of change:
	In section 7.11, clarify that “the F1-AP message encapsulated in SCTP/IP or F1-C related SCTP/IP packet can be transferred between IAB-donor and IAB-node via E-UTRA”.


	
	

	Consequences if not approved:
	Only F1AP message encapsulated in SCTP/IP can be transferred over LTE leg in EN-DC case, but it is not clear how the F1-C related SCTP/IP packet will be transferred. 
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--------------------- [Start of change] ---------------------------------
[bookmark: _Toc29245222][bookmark: _Toc29245224][bookmark: _Toc29245223][bookmark: _Toc29237926]7.11	F1-AP transfer over E-UTRA
In EN-DC, the F1-AP message encapsulated in SCTP/IP or F1-C related SCTP/IP packet can be transferred between IAB-donor and IAB-node via E-UTRA. SRB2 is used for transport the F1-AP message between IAB-MT and MN [10], and the F1-AP message is transferred as a container via X2-AP between MN and SN.
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