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START OF CHANGES

4.2	UE Capability Parameters
<Skip unchanged>
4.2.x	SON parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	rach-Report
Indicates whether the UE supports delivery of rachReport upon request from the network.
	UE
	No
	No
	No

	crossRATRLF-Report
Indicates whether the UE supports the reporting of EUTRA RLF report to an NR node.
	UE
	No
	No
	No



END OF CHANGES

START OF CHANGES
[bookmark: _Toc37238785][bookmark: _Toc37238671][bookmark: _Toc37093395][bookmark: _Toc29382278][bookmark: _Toc12750913]5	Optional features without UE radio access capability parameters
	Definitions for feature

	SU-MIMO Interference Mitigation advanced receiver
-	R-ML (reduced complexity ML) receivers with enhanced inter-stream interference suppression for SU-MIMO transmissions with rank 2 with 2 RX antennas
-	R-ML (reduced complexity ML) receivers with enhanced inter-stream interference suppression for SU-MIMO transmissions with rank 2, 3, and 4 with 4 RX antennas
UE supporting the feature is required to meet the Enhanced Receiver Type requirements in TS 38.101-4 [18].
Mobility history information storage
It is optional for UE to support the storage of mobility history information and the reporting in UEInformationResponse message as specified in TS 38.331 [9]. UE is not required to report this capability.
Radio Link Failure Report for inter-RAT MRO
It is optional for UE to include an EUTRA cell as previousPCellID in RLF report for enabling inter-RAT MRO upon request from the network as specified in TS 38.331 [9].
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