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/*start of first change*/
[bookmark: _Toc36836453][bookmark: _Toc36843430][bookmark: _Toc37067719][bookmark: _Toc36756912][bookmark: _Hlk26797390]5.7.10.4	Actions upon successful completion of random-access procedure
Upon successfully performing 4 step random access procedure, The the UE shall:
1>	if the number of RA-Report stored in the RA-ReportList is less than 8, then append the following contents associated to the successfully completed random-access procedure as a new entry in the VarRA-Report:
2>	if the list of EPLMNs has been stored by the UE:
3>	if the RPLMN is included in plmn-IdentityList stored in VarRA-Report:
4>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN);
3>	else:
4>	clear the information included in VarRA-Report;
2>	else:
3>	set the plmn-Identity to the PLMN selected by upper layers from the PLMN(s) included in the plmn-IdentityList in SIB1;
2>	set the cellId to the global cell identity and the tracking area code of the cell in which the random-access procedure was performed;
2>	set the absoluteFrequencyPointA to indicate the absolute frequency of the reference resource block associated to the random-access resources;
2>	set the locationAndBandwidth and subcarrierSpacing associated to the UL BWP of the random-access resources;
2>	set the msg1-FrequencyStart, msg1-FDM and msg1-SubcarrierSpacing associated to the random-access resources;
2>	set the raPurpose to include the purpose of triggering the random-access procedure;
2>	set the parameters associated to individual random-access attempt in the chronological order of attmepts in the perRAInfoList as specified in 5.3.10.3:
The UE may discard the random access report information, i.e. release the UE variable VarRA-Report, 48 hours after the last successful random access procedure related information is added to the VarRA-Report.
/*end of first change*/
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