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	Reason for change:
	Relaxed serving cell measurements for eMTC were introduced from Release 16. 
This feature has no UE capability indication and is linked to support for WUS. Therefore, from UE implementation point of view, there is no need to restrict support of this feature to be only from Release 16. 

A Release 15 UE supporting WUS can make use of this power saving feature provided network broadcasts numDRX-CyclesRelaxed-r16. 

	
	

	Summary of change:
	In Anex G, indicate that relaxed serving cell feature can be supported from Release 15.

Impact analysis

Impacted functionality:
Serving cell measurements.

Interoperability:
No inter-operability issues.

	
	

	Consequences if not approved:
	Unnecessairly preventing eMTC UE from supporting power saving feature from Release 15.
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[bookmark: _Toc20487802][bookmark: _Toc29343109][bookmark: _Toc29344248][bookmark: _Toc36567514][bookmark: _Toc29241000]Annex G (normative): List of CRs Containing Early Implementable Features and Corrections
This annex lists the Change Requests (CRs) whose changes may be implemented by a UE of an earlier release than which the CR was approved in (i.e. CRs that contain on their coversheets the sentence "Implementation of this CR from Rel-N will not cause interoperability issues").
Table G-1: List of CRs Containing Early Implementable Features and Corrections
	TDoc Number (RP-xxxxxx): CR Title
	CR Number(s)
	CR Revision Number(s)
	Earliest Implementable Release
	Additional Information

	RP-181233: Successful acknowledgement of RRCConnectionRelease for BL and CE UE
	3324
	1
	Release 13
	RRCConnectionRelease message, for which the poll bit is not set, can be considered succesfully acknowledged when UE has sent HARQ ACK feedback.

	RP-182674: CR for T312 on LTE HetNet mobility
	3506
	5
	Release 12
	Remove T312 in leaving condition for event trigger.

	RP-182671: Corrections on paging monitoring and SI acquisition in RRC_CONNECTED for BL UEs and UEs in CE
	3647
	2
	Release 13
	

	RP-190548: Update description of ack-NACK-NumRepetitions
	3899
	2
	Release 13
	

	RP-190548: Corrections of NB-IoT Access Barring
	3900
	2
	Release 13
	

	RP-191382: SI update notification and access barring in NB-IoT
	4020
	2
	Release 13
	

	RP-192195 : Correction on handling of SCell(s) during Make Before Break handover
	3986
	3
	Release 14
	

	RP-192940: Stop using redirectedCarrierOffsetDedicated after reselection to another frequency
	4144
	1
	Release 14
	

	RP-200338: Corrections to T312 and Discovery Signals measurement
	4198
	1
	Release 12
	

	RP-200367: Correction on H1 and H2 events
	4103
	2
	Release 15
	

	RP-200360: Introduction of Rel-16 eMTC ehnahcements
	4191
	1
	Release 15
	Only relaxed serving cell measurements for eMTC (see changes to WUS-Config in section 6.2.2.) is permitted for early implementation from this CR,

	NOTE 1: 	In case a CR has mirror CR(s), the mirror CR(s) are not listed.
NOTE 2: 	The Additional Information column briefly describes the content of a CR in cases where the CR title may not be descriptive enough. If the CR title is descriptive enough, then the Additional Information column may be left blank.



	End of change





3GPP
