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5.3.10.1	SRB addition/ modification
The UE shall:
1>	if the UE is a NB-IoT UE and SRB1 is not established; or
1>	for each srb-Identity value included in the srb-ToAddModList that is not part of the current UE configuration (SRB establishment):
2>	if the UE is not a NB-IoT UE that only supports the Control Plane CIoT EPS optimisation:
3>	apply the specified configuration defined in 9.1.2 for the corresponding SRB;
3>	establish a primary (MCG) RLC entity in accordance with the received rlc-Config;
3>	establish a primary (MCG) DCCH logical channel in accordance with the received logicalChannelConfig and with the logical channel identity set in accordance with 9.1.2;
3>	if the same srb-Identity is included in NR srb-ToAddModList:
4>	after processing nr-RadioBearerConfig1 and nr-RadioBearerConfig2 if present in the RRCConnectionReconfiguration message which triggered the execution of the SRB addition/modification procedure, associate MCG RLC bearer with the NR PDCP entity associated with the same value of srb-Identity in the current UE configuraton as specified in TS 38.331 [82];
3>	else:
4>	establish a PDCP entity and configure it with the current (MCG) security configuration, if applicable;
3>	if rlc-BearerConfigSecondary is received with value setup:
4>	establish a secondary MCG RLC entity or entities and an associated DCCH logical channel in accordance with the received rlc-BearerConfigSecondary and associate these with the E-UTRA PDCP entity with the same value of srb-Identity within the current UE configuration;
4>	configure the E-UTRA PDCP entity to activate duplication with t-Reordering set to infinity;
2>	if the UE is a NB-IoT UE:
3>	apply the specified configuration defined in 9.1.2 for SRB1bis;
3>	establish an (MCG) RLC entity in accordance with the received rlc-Config;
3>	establish a (MCG) DCCH logical channel in accordance with the received logicalChannelConfig and with the logical channel identity set in accordance with 9.1.2.1a;
1>	if the UE is a NB-IoT UE and SRB1 is established; or
1>	for each srb-Identity value included in the srb-ToAddModList that is part of the current UE configuration (SRB reconfiguration):
2>	if pdcp-verChange is included (i.e, NR PDCP to E-UTRA PDCP change):
3>	establish an (E-UTRA) PDCP entity and configure it with the current (MCG) security configuration;
NOTE:	The UE applies the LTE ciphering and integrity protection algorithms that are equivalent to the previously configured NR security algorithms.
3>	associate the primary RLC bearer of this SRB with the established PDCP entity;
3>	release the NR PDCP entity of this SRB;
2>	reconfigure the primary RLC entity in accordance with the received rlc-Config;
2>	reconfigure the primary DCCH logical channel in accordance with the received logicalChannelConfig;
2>	if rlc-BearerConfigSecondary is included with value release:
3>	release the secondary MCG RLC entity or entities as well as the associated DTCCH logical channel;
2>	if rlc-BearerConfigSecondary is received with value setup:
3>	if the current SRB configuration does not include a secondary RLC bearer:
4>	establish a secondary MCG RLC entity or entities and an associated DCCH logical channel in accordance with the received rlc-BearerConfigSecondary and associate these with the E-UTRA PDCP entity with the same value of srb-Identity within the current UE configuration;
4>	configure the E-UTRA PDCP entity to activate duplication with t-Reordering set to infinity;
3>	else:
4>	reconfigure the secondary MCG RLC entity or entities and the associated DCCH logical channel in accordance with the received rlc-BearerConfigSecondary;
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The UE shall:
1>	for each drb-Identity value included in the drb-ToAddModList that is not part of the current UE configuration (DRB establishment including the case when full configuration option is used):
2>	if the concerned entry of drb-ToAddModList includes the drb-TypeLWA set to TRUE (i.e. add LWA DRB):
3>	perform the LWA specific DRB addition or reconfiguration as specified in 5.3.10.3a2;
2>	if the concerned entry of drb-ToAddModList includes the drb-TypeLWIP (i.e. add LWIP DRB):
3>	perform LWIP specific DRB addition or reconfiguration as specified in 5.3.10.3a3;
2>	else if drb-ToAddModListSCG is not received or does not include the drb-Identity value (i.e. add MCG DRB or MCG RLC bearer):
3>	if pdcp-Config is received, establish a PDCP entity and configure it with the current MCG security configuration and in accordance with the received pdcp-Config;
3>	if rlc-Config is received, establish a (primary) MCG RLC entity or entities in accordance with the received rlc-Config;
3>	if logicalChannelIdentity and logicalChannelConfig are received, establish a (primary) MCG DTCH logical channel in accordance with the received logicalChannelIdentity and the received logicalChannelConfig;
3>	if rlc-BearerConfigSecondary is received with value setup:
4>	establish a secondary MCG RLC entity or entities and an associated DTCH logical channel in accordance with the received rlc-BearerConfigSecondary and associate these with the E-UTRA PDCP entity with the same value of drb-Identity within the current UE configuration;
3>	if pdcp-Config is not received, after processing nr-RadioBearerConfig1 and nr-RadioBearerConfig2 if present in the RRCConnectionReconfiguration message which triggered the execution of the DRB addition/modification procedure, associate MCG RLC bearer with the NR PDCP entity associated with the same value of drb-Identity in the current UE configuration as specified in TS 38.331 [82];
2>	if a DRB was configured with the same eps-BearerIdentity (fullConfig or change to E-UTRA PDCP):
3>	associate the established DRB with corresponding included eps-BearerIdentity;
2>	else if the entry of drb-ToAddModList includes pdcp-config (establishment of bearer with E-UTRA PDCP):
3>	indicate the establishment of the DRB(s) and the eps-BearerIdentity of the established DRB(s) to upper layers;
1>	for each drb-Identity value included in the drb-ToAddModList that is part of the current UE configuration (DRB reconfiguration):
2>	if the DRB indicated by drb-Identity is an LWA DRB (i.e. LWA to LTE only or reconfigure LWA DRB):
3>	perform the LWA specific DRB reconfiguration as specified in 5.3.10.3a2;
2>	else if the concerned entry of drb-ToAddModList includes the drb-TypeLWA set to TRUE (i.e. LTE only to LWA DRB):
3>	perform the LWA specific DRB reconfiguration as specified in 5.3.10.3a2;
2>	if the concerned entry of drb-ToAddModList includes the drb-TypeLWIP (i.e. add or reconfigure LWIP DRB):
3>	perform LWIP specific DRB addition or reconfiguration as specified in 5.3.10.3a3;
2>	if drb-ToAddModListSCG is not received or does not include the drb-Identity value:
3>	if the DRB indicated by drb-Identity is an MCG DRB or configured with MCG RLC bearer (reconfigure MCG RLC bearer or reconfigure MCG DRB):
4>	if the pdcp-Config is included:
5>	reconfigure the PDCP entity in accordance with the received pdcp-Config;
4>	if the rlc-Config is included:
5>	if reestablishRLC is received:
6>	re-establish the primary RLC entity of this DRB;
6>	if the logicalChannelIdentity is included and the DRB indicated by drb-Identity is configured with MCG RLC bearer (reconfigure logical channel identity of MCG RLC bearer):
7>	reconfigure the primary DTCH logical channel identity in accordance with the received logicalChannelIdentity;
5>	reconfigure the primary RLC entity or entities in accordance with the received rlc-Config;
4>	if the logicalChannelConfig is included:
5>	reconfigure the primary DTCH logical channel in accordance with the received logicalChannelConfig;
4>	if rlc-BearerConfigSecondary is included with value release:
5>	release the secondary MCG RLC entity or entities as well as the associated DTCH logical channel;
4>	if rlc-BearerConfigSecondary is included with value setup;
5>	if the current DRB configuration does not include a secondary RLC bearer:
6>	establish a secondary MCG RLC entity or entities and an associated DTCH logical channel in accordance with the received rlc-BearerConfigSecondary and associate these with the E-UTRA PDCP entity with the same value of sdrb-Identity within the current UE configuration;
5>	else:
6>	reconfigure the secondary MCG RLC entity or entities and the associated DTCH logical channel in accordance with the received rlc-BearerConfigSecondary;
NOTE:	Removal and addition of DRB with pdcp-Config with the same drb-Identity in a single radioResourceConfigDedicated is not supported. In case drb-Identity is removed and added due to handover or re-establishment with the full configuration option, the eNB can use the same value of drb-Identity.
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–	MBSFN-AreaInfoList
The IE MBSFN-AreaInfoList contains the information required to acquire the MBMS control information associated with one or more MBSFN areas.
MBSFN-AreaInfoList information element
-- ASN1START

MBSFN-AreaInfoList-r9 ::=			SEQUENCE (SIZE(1..maxMBSFN-Area)) OF MBSFN-AreaInfo-r9

MBSFN-AreaInfo-r9 ::=				SEQUENCE {
	mbsfn-AreaId-r9						MBSFN-AreaId-r12,
	non-MBSFNregionLength				ENUMERATED {s1, s2},
	notificationIndicator-r9			INTEGER (0..7),
	mcch-Config-r9						SEQUENCE {
		mcch-RepetitionPeriod-r9		ENUMERATED {rf32, rf64, rf128, rf256},
		mcch-Offset-r9					INTEGER (0..10),
		mcch-ModificationPeriod-r9		ENUMERATED {rf512, rf1024},
		sf-AllocInfo-r9					BIT STRING (SIZE(6)),
		signallingMCS-r9				ENUMERATED {n2, n7, n13, n19}
	},
	...,
	[[	mcch-Config-r14				SEQUENCE {
			mcch-RepetitionPeriod-v1430		ENUMERATED {rf1, rf2, rf4, rf8,
										rf16 }		OPTIONAL,	-- Need OR
			mcch-ModificationPeriod-v1430	ENUMERATED {rf1, rf2, rf4, rf8, rf16, rf32, rf64, rf128,
											rf256, spare7}					OPTIONAL	-- Need OR
		}																	OPTIONAL,	-- Need OR
		subcarrierSpacingMBMS-r14		ENUMERATED {khz-7dot5, khz-1dot25}	OPTIONAL	-- Need OR
	]]
}

-- ASN1STOP

	MBSFN-AreaInfoList field descriptions

	mcch-ModificationPeriod
Defines periodically appearing boundaries, i.e. radio frames for which SFN mod mcch-ModificationPeriod = 0. The contents of different transmissions of MCCH information can only be different if there is at least one such boundary in-between them. In case mcch-ModificationPeriod-v1430 is configured, the UE shall ignore the mcch-ModificationPeriod-r9.

	mcch-Offset
Indicates, together with the mcch-RepetitionPeriod, the radio frames in which MCCH is scheduled i.e. MCCH is scheduled in radio frames for which: SFN mod mcch-RepetitionPeriod = mcch-Offset.

	mcch-RepetitionPeriod
Defines the interval between transmissions of MCCH information, in radio frames, Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on. In case mcch-RepetitionPeriod-v1430 is configured, the UE shall ignore the mcch-RepetitionPeriod-r9.

	non-MBSFNregionLength
Indicates how many symbols from the beginning of the subframe constitute the non-MBSFN region. This value applies in all subframes of the MBSFN area used for PMCH transmissions as indicated in the MSI. The values s1 and s2 correspond with 1 and 2 symbols, respectively: see TS 36.211 [21], Table 6.7-1.

	notificationIndicator
Indicates which PDCCH bit is used to notify the UE about change of the MCCH applicable for this MBSFN area. Value 0 corresponds with the least significant bit as defined in TS 36.212 [22], clause 5.3.3.1 and so on.

	sf-AllocInfo
Indicates the subframes of the radio frames indicated by the mcch-RepetitionPeriod and the mcch-Offset, that may carry MCCH. Value "1" indicates that the corresponding subframe is allocated. The following mapping applies:
FDD: The first/ leftmost bit defines the allocation for subframe #1 of the radio frame indicated by mcch-RepetitionPeriod and mcch-Offset, the second bit for #2, the third bit for #3, the fourth bit for #6, the fifth bit for #7 and the sixth bit for #8.
TDD: The first/leftmost bit defines the allocation for subframe #3 of the radio frame indicated by mcch-RepetitionPeriod and mcch-Offset, the second bit for #4, third bit for #7, fourth bit for #8, fifth bit for #9. Uplink subframes are not allocated. The last bit is not used.

	signallingMCS

Indicates the MCS applicable for the subframes indicated by the field sf-AllocInfo and for each (P)MCH that is configured for this MBSFN area, for the first subframe allocated to the (P)MCH within each MCH scheduling period (which may contain the MCH scheduling information provided by MAC). Value n2 corresponds with the value 2 for parameter in TS 36.213 [23], Table 7.1.7.1-1, and so on.

	subcarrierSpacingMBMS
The value indicates subcarrier spacing for MBSFN subframes and khz-7dot5 refers to 7.5kHz subcarrier spacing and khz-1dot25 refers to 1.25 kHz subcarrier spacing as defined in TS36.211 [21], clause 6.12. These subframes do not have non-MBSFN region. If subcarrierSpacingMBMS is present, then non-MBSFNregionLength shall be ignored. EUTRAN configures parameter subcarrierSpacingMBMS only when the MBSFN subframes have subcarrier spacing other than 15kHz.
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