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[bookmark: _Toc20426254][bookmark: _Toc29321651][bookmark: _Toc4577931][bookmark: _Toc4577933]11.2.2	Message definitions
[bookmark: _Toc20426255][bookmark: _Toc29321652]–	HandoverCommand

*********omitted unchanged parts*********

[bookmark: _Toc20426256][bookmark: _Toc29321653]–	HandoverPreparationInformation
This message is used to transfer the NR RRC information used by the target gNB during handover preparation or UE context retrieval, e.g. in case of resume or re-establishment, including UE capability information. This message is also used for transferring the information between the CU and DU.
*********omitted unchanged parts*********
[bookmark: _Hlk32328401]NOTE 1:	The following table indicates per source RAT whether RAT capabilities are included or not when UE Radio Capability ID as specified in 23.502 [X] is not used for the UE. If UE Radio Capability ID is used for the UE, all UE radio access capabilities are optional.
	Source RAT
	NR capabilites
	E-UTRA capabilities
	MR-DC capabilities

	NR
	Included
	May be included
	May be included

	E-UTRAN
	Included
	May be included
	May be included



NOTE 2:	The following table indicates, in case of inter-RAT handover from E-UTRA, which additional IEs are included or not:
	Source system
	sourceConfig
	rrm-Config
	as-Context

	E-UTRA/EPC
	Not included
	May be included
	Not included

	E-UTRA/5GC
	May be included, but only radioBearerConfig is included in the RRCReconfiguration.
	May be included
	Not included
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