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First Modified Subclause
[bookmark: _Toc29239837][bookmark: _Toc12569237]5.X.9	Sidelink RRC procedure
5.X.9.1	Sidelink RRC reconfiguration
5.x.9.1.1	General



Figure 5.x.9.1.1-1: Sidelink RRC reconfiguration, successful


Figure 5.x.9.1.1-2: Sidelink RRC reconfiguration, failure
The purpose of this procedure is to establish/modify/release sidelink DRBs or configure NR sidelink measurement and report for a PC5-RRC connection.
[bookmark: _GoBack]The UE may initiate the sidelink RRC reconfiguration procedure and perform the operation in sub-clause 5.x.9.1.2 to its peer UE in the following cases:
	1>	If UE is configured with sl-ScheduledConfig; and-	
	1> If sl-TxPoolExceptional is not included in sl-ConfigDedicatedNR
		2> if T311 is not running; and
2> T301 is not running;
3>	the release of sidelink DRBs associated with the peer UE, as specified in sub-clause 5.x.9.1.4;
3>	the establishment of sidelink DRBs associated with the peer UE, as specified in sub-clause 5.x.9.1.5;
3>	the modification for the parameters included in SLRB-Config of sidelink DRBs associated with the peer UE, as specified in sub-clause 5.x.9.1.5;
	1> Else
2>	the release of sidelink DRBs associated with the peer UE, as specified in sub-clause 5.x.9.1.4;
2>-	the establishment of sidelink DRBs associated with the peer UE, as specified in sub-clause 5.x.9.1.5;
2>-	the modification for the parameters included in SLRB-Config of sidelink DRBs associated with the peer UE, as specified in sub-clause 5.x.9.1.5; 
-	the configuration of the peer UE to peform NR sidelink measurement and report.
5.x.9.1.2	Actions related to transmission of RRCReconfigurationSidelink message
The UE shall set the contents of RRCReconfigurationSidelink message as follows:
1>	for each sidelink DRB that is to be released, according to sub-clause 5.x.9.1.4.1, due to configuration by sl-ConfigDedicatedNR, SIBX, SidelinkPreconfigNR or by upper layers:
2>	set the slrb-PC5-ConfigIndex included in the slrb-ConfigToReleaseList corresponding to the sidelink DRB;
1>	for each sidelink DRB that is to be established or modified, according to sub-clause 5.x.9.1.5.1, due to receiving sl-ConfigDedicatedNR, SIBX, SidelinkPreconfigNR:
2>	set the SLRB-Config included in the slrb-ConfigToAddModList, according to the received sl-RadioBearerConfig and sl-RLC-BearerConfig corresponding to the sidelink DRB;
1>	for each NR sidelink measurement and report that is to be configured:
2>	set the sl-MeasConfig according to the stored NR sidelink measurement configuration information;
1>	start timer T400 for the destination associated with the sidelink DRB;
The UE shall submit the RRCReconfigurationSidelink message to lower layers for transmission.
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