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	Reason for change:
	It is to capture the use ULInformationTransferMRDC instead of RRCReconfigurationComplete message to inform the network of CPC execution when RRCReconfiguration message is received via SRB1, i.e. ULInformationTransferMRDC message to MN via SRB1 includes an embedded RRCReconfigurationComplete message to the SN. 

	
	

	Summary of change:
	Upon CPC execution, if applied RRCReconfiguration was received via E-UTRAN SRB1, RRCReconfigurationComplete message is embedded in E-UTRA RRC message ULInformationTransferMRDC and transmitted via E-UTRAN SRB1.
Impact analysis
Impacted architecture options: 
Impacted 5G architecture: (NG)EN-DC

Impacted functionality:
Conditional PSCell change

Inter-operability: 
If the UE implements the CR and the network does not, or the network implements the CR and the UE does not, the CPC execution will not be informed to the network, thus the configurations at the UE and the network may be unsynchronized.

	
	

	Consequences if not approved:
	CPC procedure may not be successful.

	
	

	Clauses affected:
	6.2.2

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS/TR 38.331... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


	
[bookmark: _Toc20425916][bookmark: _Toc29321312]
[bookmark: _Toc20487239][bookmark: _Toc29342534][bookmark: _Toc29343673]START OF CHANGE
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The ULInformationTransferMRDC message is used for the uplink transfer of MR DC information (i.e. for the case the SCG employs another RAT e.g. for transferring the NR RRC Measurement Report message).
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to E‑UTRAN
ULInformationTransferMRDC message
-- ASN1START

ULInformationTransferMRDC-r15 ::=	SEQUENCE {
	criticalExtensions					CHOICE {
		c1									CHOICE {
			ulInformationTransferMRDC-r15			ULInformationTransferMRDC-r15-IEs,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

ULInformationTransferMRDC-r15-IEs ::=	SEQUENCE {
	ul-DCCH-MessageNR-r15			OCTET STRING						OPTIONAL,
	lateNonCriticalExtension		OCTET STRING						OPTIONAL,
	nonCriticalExtension			SEQUENCE {}							OPTIONAL
}
-- ASN1STOP

	ULInformationTransferMRDC field descriptions

	ul-DCCH-MessageNR
Includes the UL-DCCH-Message as defined in TS 38.331 [82]. In this version of the specification, the field is only used to transfer the NR RRC MeasurementReport, NR RRC ReconfigurationComplete and the NR RRC FailureInformation messages.
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