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	Reason for change:
	First, for the following paragraph
	1> if the UE is in RRC_CONNECTED with an active BWP not configured with common search  and the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1:


Here, more accurately, it should be common search space for other system information. The same issue also goes for the else if branch
Second, for the case when the active BWP is configured with common search space, there is contradiction in the 3> branch that “3> if the UE has an active BWP with common search space”. This branch is not needed. 
Third, for the following paragraph:
	2>	for the SI message(s) that, according to the si-SchedulingInfo in the stored SIB1, contain at least one required SIB and for which si-BroadcastStatus is set to notBroadcasting:
3>	initiate transmission of the DedicatedSIBRequest message in accordance with 5.2.2.3.6;
3>	if the UE has an active BWP with common search space configured:
4>	acquire the requested SI message(s) corresponding to the requested SIB(s) as defined in sub-clause 5.2.2.3.2.


The sentence ‘3> if the UE has an active BWP with common search space configured:’ is not needed. The sentence’ 4> acquire the requested SI message(s) corresponding to the requested SIB(s) as defined in sub-clause 5.2.2.3.2.’ should be moved to the level of 3>
Finally, for the followng paragraph:
	1> else if the UE is in RRC_CONNECTED with an active BWP configured with common search space  and the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1: 
2> for the SI message(s) that, according to the si-SchedulingInfo in the stored SIB1, contain at least one required SIB and for which si-BroadcastStatus is set to Broadcasting:
3> acquire the SI message(s) as defined in sub-clause 5.2.2.3.2;


It is already covered by 5.2.2.4.2 Actions upon reception of the SIB1. Hence, also no need for this. 

	
	

	[bookmark: _GoBack]Summary of change:
	1/ Change ‘common search’ to ‘common search space configured by searchSpaceOtherSystemInformation’ for the two branches with if and else if
2/ Remove the 3> branch with ‘3> if the UE has an active BWP with common search space’
3/ Remove the sentence ‘3> if the UE has an active BWP with common search space configured:’ and move the sentence ‘4> acquire the requested SI message(s) corresponding to the requested SIB(s) as defined in sub-clause 5.2.2.3.2.’ to the 3> level. 
4/ Remove the sentence ‘2> for the SI message(s) that, according to the si-SchedulingInfo in the stored SIB1, contain at least one required SIB and for which si-BroadcastStatus is set to Broadcasting: and 3> acquire the SI message(s) as defined in sub-clause 5.2.2.3.2;’
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[bookmark: _Toc37067451][bookmark: _Toc36843162][bookmark: _Toc36836185][bookmark: _Toc36756644]5.2.2.3.5	Request for on demand system information in RRC_CONNECTED
The UE shall:
1>	if the UE is in RRC_CONNECTED with an active BWP not configured with common search space configured with the field searchSpaceOtherSystemInformation and the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1:
2>	for the SI message(s) that, according to the si-SchedulingInfo in the stored SIB1, contain at least one required SIB:
3>	initiate transmission of the DedicatedSIBRequest message in accordance with 5.2.2.3.6;
3>	if the UE has an active BWP with common search space configured:
4>	acquire the requested SI message(s) corresponding to the requested SIB(s) as defined in sub-clause 5.2.2.3.2.
1>	else if the UE is in RRC_CONNECTED with an active BWP configured with common search space and the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1:
2>	for the SI message(s) that, according to the si-SchedulingInfo in the stored SIB1, contain at least one required SIB and for which si-BroadcastStatus is set to Broadcasting:
3>	acquire the SI message(s) as defined in sub-clause 5.2.2.3.2;
2>	for the SI message(s) that, according to the si-SchedulingInfo in the stored SIB1, contain at least one required SIB and for which si-BroadcastStatus is set to notBroadcasting:
3>	initiate transmission of the DedicatedSIBRequest message in accordance with 5.2.2.3.6;
3>	if the UE has an active BWP with common search space configured:
34> acquire the requested SI message(s) corresponding to the requested SIB(s) as defined in sub-clause 5.2.2.3.2.
END OF CHANGE

