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1	Introduction
This contribution discusses the search space group configuration for CSS. 
2	Discussion
In the previous discussion for NR-U, it is agreed that the feature of PDCCH search space group shall be supported. The motivation for this is that for the initial channel access, the UE shall adopt an initial search space group with denser time domain occasions such that the channel can be obtained more easily. Then, when the channel is successfully accessed, there is no need to monitor the channel with high density and in order to save UE power, the monitoring search space can switch to anther group with lower density.
While, in the last RAN1#100-e meeting, the following agreement was made with email approval:
	Agreement:
For search space switching, limit the switching to USS and Type-3 CSS.



According to the current spec, the field searchSpaceGroupIdList is configured under ue-specific for searchSpaceType configuration. While, this is contradictory with the agreement in the last RAN1 meeting, which allows search space switching to type-3 CSS.
While there is no extension marker within search space on the level of searchSpaceType, the only option we have seems to be that we can add this field to the entries within searchSpaceType of common. According to the current spec in 38.213, the common search space type3 corresponds to all the group common DCIs and some UE-specific fallback DCIs.
	-	a Type3-PDCCH CSS set configured by SearchSpace in PDCCH-Config with searchSpaceType = common for DCI formats with CRC scrambled by INT-RNTI, SFI-RNTI, TPC-PUSCH-RNTI, TPC-PUCCH-RNTI, TPC-SRS-RNTI, CI-RNTI, or PS-RNTI and, only for the primary cell, C-RNTI, MCS-C-RNTI, or CS-RNTI(s), and



Hence, we need to add this field under DCI format 2_0, 2_1, 2_2, 2_3 and 0-0 and 1-0 within common
Proposal 1: Add the field searchSpaceGroupIdList under dci-Format2-0, dci-Format2-1, dci-Format2-2, dci-Format2-3 and dci-Format0-0-AndFormat1-0 within common under searchSpaceType
3	Conclusions
Based on the discussion, we have the following proposals.
Proposal 1: Add the field searchSpaceGroupIdList under dci-Format2-0, dci-Format2-1, dci-Format2-2, dci-Format2-3 and dci-Format0-0-AndFormat1-0 within common under searchSpaceType
4	References
[1] [bookmark: _Ref37176193]TS 38.331, NR; Radio Resource Control (RRC) protocol specification Release 16.



5	Text proposal
[bookmark: _Toc37068083][bookmark: _Toc36843794][bookmark: _Toc36836817][bookmark: _Toc36757276][bookmark: _Toc29321495][bookmark: _Toc20426099]–	SearchSpace
The IE SearchSpace defines how/where to search for PDCCH candidates. Each search space is associated with one ControlResourceSet. For a scheduled cell in the case of cross carrier scheduling, except for nrofCandidates, all the optional fields are absent.
SearchSpace information element
-- ASN1START
-- TAG-SEARCHSPACE-START

SearchSpace ::=                         SEQUENCE {
    searchSpaceId                           SearchSpaceId,
    controlResourceSetId                    ControlResourceSetId                                        OPTIONAL,   -- Cond SetupOnly
    monitoringSlotPeriodicityAndOffset      CHOICE {
        sl1                                     NULL,
        sl2                                     INTEGER (0..1),
        sl4                                     INTEGER (0..3),
        sl5                                     INTEGER (0..4),
        sl8                                     INTEGER (0..7),
        sl10                                    INTEGER (0..9),
        sl16                                    INTEGER (0..15),
        sl20                                    INTEGER (0..19),
        sl40                                    INTEGER (0..39),
        sl80                                    INTEGER (0..79),
        sl160                                   INTEGER (0..159),
        sl320                                   INTEGER (0..319),
        sl640                                   INTEGER (0..639),
        sl1280                                  INTEGER (0..1279),
        sl2560                                  INTEGER (0..2559)
    }                                                                                                   OPTIONAL,   -- Cond Setup
    duration                                INTEGER (2..2559)                                           OPTIONAL,   -- Need R
    monitoringSymbolsWithinSlot             BIT STRING (SIZE (14))                                      OPTIONAL,   -- Cond Setup
    nrofCandidates                          SEQUENCE {
        aggregationLevel1                       ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8},
        aggregationLevel2                       ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8},
        aggregationLevel4                       ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8},
        aggregationLevel8                       ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8},
        aggregationLevel16                      ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8}
    }                                                                                                   OPTIONAL,   -- Cond Setup
    searchSpaceType                         CHOICE {
        common                                  SEQUENCE {
            dci-Format0-0-AndFormat1-0              SEQUENCE {
                ...,
                [[
                searchSpaceGroupIdList-r16       SEQUENCE (SIZE (1.. 2)) OF INTEGER (0..1)                  OPTIONAL    -- Need R
                ]]
            }                                                                                           OPTIONAL,   -- Need R
            dci-Format2-0                           SEQUENCE {
                nrofCandidates-SFI                      SEQUENCE {
                    aggregationLevel1                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R
                    aggregationLevel2                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R
                    aggregationLevel4                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R
                    aggregationLevel8                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R
                    aggregationLevel16                      ENUMERATED {n1, n2}                         OPTIONAL    -- Need R
                },
                ... ,
                [[
                searchSpaceGroupIdList-r16       SEQUENCE (SIZE (1.. 2)) OF INTEGER (0..1)                  OPTIONAL    -- Need R
                ]]
            }                                                                                           OPTIONAL,   -- Need R
            dci-Format2-1                           SEQUENCE {
                ... ,
                [[
                searchSpaceGroupIdList-r16       SEQUENCE (SIZE (1.. 2)) OF INTEGER (0..1)                  OPTIONAL    -- Need R
                ]]
            }                                                                                           OPTIONAL,   -- Need R
            dci-Format2-2                           SEQUENCE {
                ... ,
                [[
                searchSpaceGroupIdList-r16       SEQUENCE (SIZE (1.. 2)) OF INTEGER (0..1)                  OPTIONAL    -- Need R
                ]]
            }                                                                                           OPTIONAL,   -- Need R
            dci-Format2-3                           SEQUENCE {
                dummy1                                  ENUMERATED {sl1, sl2, sl4, sl5, sl8, sl10, sl16, sl20}  OPTIONAL,   -- Cond Setup
                dummy2                                  ENUMERATED {n1, n2},
                ... ,
                [[
                searchSpaceGroupIdList-r16       SEQUENCE (SIZE (1.. 2)) OF INTEGER (0..1)                  OPTIONAL    -- Need R
                ]]
            }                                                                                           OPTIONAL    -- Need R
        },
        ue-Specific                                 SEQUENCE {
            dci-Formats                                 ENUMERATED {formats0-0-And-1-0, formats0-1-And-1-1},
            ...,
            [[
            dci-FormatsSL-r16                    ENUMERATED {formats0-0-And-1-0, formats0-1-And-1-1, formats3-0, formats3-1,
                                                             formats3-0-And-3-1}                        OPTIONAL,    -- Need R
            dci-FormatsExt-r16                   ENUMERATED {formats0-1-And-1-1, formats0-2-And-1-2, formats0-1-And-1-1And-0-2-And-1-2}
                                                                                                        OPTIONAL,    -- Need N
            searchSpaceGroupIdList-r16       SEQUENCE (SIZE (1.. 2)) OF INTEGER (0..1)                  OPTIONAL,    -- Need R
            freqMonitorLocations-r16             BIT STRING (SIZE (5))                                  OPTIONAL     -- Need R
            ]]
        }
    }                                                                                                   OPTIONAL    -- Cond Setup2
}

SearchSpace-v16xy ::=                   SEQUENCE {
    searchSpaceId                           SearchSpaceId,
    controlResourceSetId-r16                ControlResourceSetId-r16                                    OPTIONAL,   -- Cond SetupOnly
    searchSpaceType-r16                     CHOICE {
        common-r16                              SEQUENCE {
            dci-Format2-4-r16                       SEQUENCE {
                nrofCandidates-CI-r16                   SEQUENCE {
                    aggregationLevel1                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R
                    aggregationLevel2                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R
                    aggregationLevel4                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R
                    aggregationLevel8                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R
                    aggregationLevel16                      ENUMERATED {n1, n2}                         OPTIONAL    -- Need R
                },
                ...
            },
            dci-Format2-5-v16xy                     SEQUENCE {
                nrofCandidates-IAB-r16                  SEQUENCE {
                    aggregationLevel1-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R
                    aggregationLevel2-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R
                    aggregationLevel4-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R
                    aggregationLevel8-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R
                    aggregationLevel16-r16                  ENUMERATED {n1, n2}                         OPTIONAL    -- Need R
                },
                ...
            },
            dci-Format2-6-r16                       SEQUENCE {
                ...
            }                                                                                           OPTIONAL,   -- Need R
            ...
        },
        mt-Specific-v16xy                           SEQUENCE {
            dci-Formats-r16                             ENUMERATED {formats2-0-And-2-5},
            ...
        }
    }                                                                                                   OPTIONAL    -- Cond Setup2
}

-- TAG-SEARCHSPACE-STOP
-- ASN1STOP

	SearchSpace field descriptions

	common
Configures this search space as common search space (CSS) and DCI formats to monitor.

	controlResourceSetId
The CORESET applicable for this SearchSpace. Value 0 identifies the common CORESET#0 configured in MIB and in ServingCellConfigCommon. Values 1..maxNrofControlResourceSets-1 identify CORESETs configured in System Information or by dedicated signalling. The CORESETs with non-zero controlResourceSetId are configured in the same BWP as this SearchSpace. If the field controlResourceSetId-r16 is present, UE shall ignore the controlResourceSetId (without suffix).

	dummy1, dummy2
This field is not used in the specification. If received it shall be ignored by the UE.

	dci-Format0-0-AndFormat1-0
If configured, the UE monitors the DCI formats 0_0 and 1_0 according to TS 38.213 [13], clause 10.1.

	dci-Format2-0
If configured, UE monitors the DCI format 2_0 according to TS 38.213 [13], clause 10.1, 11.1.1.

	dci-Format2-1
If configured, UE monitors the DCI format 2_1 according to TS 38.213 [13], clause 10.1, 11.2.

	dci-Format2-2
If configured, UE monitors the DCI format 2_2 according to TS 38.213 [13], clause 10.1, 11.3.

	dci-Format2-3
If configured, UE monitors the DCI format 2_3 according to TS 38.213 [13], clause 10.1, 11.4

	dci-Format2-4
If configured, UE monitors the DCI format 2_4 according to TS 38.213 [13], clause 11.5. The maximum monitoring periodicity for DCI format 2_4 is 5 slots.

	dci-Format2-5
If configured, IAB-MT monitors the DCI format 2_5 according to TS 38.213 [13], clause 14.

	dci-Format2-6
If configured, UE monitors the DCI format 2_6 according to TS 38.213 [13], clause 10.1, 11.5. DCI format 2_6 can only be configured on the SpCell.

	dci-Formats
Indicates whether the UE monitors in this USS for DCI formats 0-0 and 1-0 or for formats 0-1 and 1-1.

	dci-FormatsExt
If this field is present, the field dci-Formats is ignored and dci-FormatsExt is used instead to indicate whether the UE monitors in this USS for DCI formats 0_1 and 1_1 or format 0_2 and 1_2 or formats 0_1 and 1_1 and 0_2 and 1_2 (see TS 38.212 [17], clause 7.3.1 and TS 38.213 [13], clause 10.1). 
Editor 'note: FFS on formats0-0-And-1-0 for dci-FormatsExt.

	dci-FormatsSL
Indicates whether the UE monitors in this USS for DCI formats 0-0 and 1-0 or for formats 0-1 and 1-1 or for format 3-0 of dynamic grant or for format 3-1 or for formats 3-0 of dynamic grant and 3-1.

	duration
Number of consecutive slots that a SearchSpace lasts in every occasion, i.e., upon every period as given in the periodicityAndOffset. If the field is absent, the UE applies the value 1 slot, except for DCI format 2_0. The UE ignores this field for DCI format 2_0. The maximum valid duration is periodicity-1 (periodicity as given in the monitoringSlotPeriodicityAndOffset).
For IAB-MT, duration indicates number of consecutive slots that a SearchSpace lasts in every occasion, i.e., upon every period as given in the periodicityAndOffset. If the field is absent, the IAB-MT applies the value 1 slot, except for DCI format 2_0 and DCI format 2_5. The UE ignores this field for DCI format 2_0 and DCI format 2_5. The maximum valid duration is periodicity-1 (periodicity as given in the monitoringSlotPeriodicityAndOffset).

	freqMonitorLocations
1 implies a frequency domain resource allocation replicated from the pattern configured in the associated CORESET is mapped to the RB set. LSB corresponds to lowest RB set in the BWP. For a RB set indicated in the bitmap, the first PRB of the frequency domain monitoring location confined within the RB set is aligned with {the first PRB of the RB set + rb-Offset provided by the associated CORESET.

	monitoringSlotPeriodicityAndOffset
Slots for PDCCH Monitoring configured as periodicity and offset. If the UE is configured to monitor DCI format 2_1, only the values 'sl1', 'sl2' or 'sl4' are applicable. If the UE is configured to monitor DCI format 2_0, only the values ′sl1′, ′sl2′, ′sl4′, ′sl5′, ′sl8′, ′sl10′, ′sl16′, and ′sl20′ are applicable (see TS 38.213 [13], clause 10). 
For IAB-MT, If the IAB-MT is configured to monitor DCI format 2_1, only the values 'sl1', 'sl2' or 'sl4' are applicable. If the IAB-MT is configured to monitor DCI format 2_0 or DCI format 2_5, only the values ′sl1′, ′sl2′, ′sl4′, ′sl5′, ′sl8′, ′sl10′, ′sl16′, and ′sl20′ are applicable (see TS 38.213, clause 10).

	monitoringSymbolsWithinSlot
The first symbol(s) for PDCCH monitoring in the slots configured for PDCCH monitoring (see monitoringSlotPeriodicityAndOffset and duration). The most significant (left) bit represents the first OFDM in a slot, and the second most significant (left) bit represents the second OFDM symbol in a slot and so on. The bit(s) set to one identify the first OFDM symbol(s) of the control resource set within a slot. If the cyclic prefix of the BWP is set to extended CP, the last two bits within the bit string shall be ignored by the UE .
For DCI format 2_0, the first one symbol applies if the duration of CORESET (in the IE ControlResourceSet) identified by controlResourceSetId indicates 3 symbols, the first two symbols apply if the duration of CORESET identified by controlResourceSetId indicates 2 symbols, and the first three symbols apply if the duration of CORESET identified by controlResourceSetId indicates 1 symbol.
See TS 38.213 [13], clause 10.

	nrofCandidates-CI
The number of PDCCH candidates specifically for format 2-4 for the configured aggregation level. If an aggregation level is absent, the UE does not search for any candidates with that aggregation level. The network configures only one aggregationLevel and the corresponding number of candidates (see TS 38.213 [13], clause 10.1).

	nrofCandidates-SFI
The number of PDCCH candidates specifically for format 2-0 for the configured aggregation level. If an aggregation level is absent, the UE does not search for any candidates with that aggregation level. The network configures only one aggregationLevel and the corresponding number of candidates (see TS 38.213 [13], clause 11.1.1).

	nrofCandidates
Number of PDCCH candidates per aggregation level. The number of candidates and aggregation levels configured here applies to all formats unless a particular value is specified or a format-specific value is provided (see inside searchSpaceType). If configured in the SearchSpace of a cross carrier scheduled cell, this field determines the number of candidates and aggregation levels to be used on the linked scheduling cell (see TS 38.213 [13], clause 10).

	searchSpaceGroupIdList
List of search space group IDs which the search space set is associated with.

	searchSpaceId
Identity of the search space. SearchSpaceId = 0 identifies the searchSpaceZero configured via PBCH (MIB) or ServingCellConfigCommon and may hence not be used in the SearchSpace IE. The searchSpaceId is unique among the BWPs of a Serving Cell. In case of cross carrier scheduling, search spaces with the same searchSpaceId in scheduled cell and scheduling cell are linked to each other. The UE applies the search space for the scheduled cell only if the DL BWPs in which the linked search spaces are configured in scheduling cell and scheduled cell are both active.
For an IAB-MT, the search space defines how/where to search for PDCCH candidates for an IAB-MT. Each search space is associated with one ControlResearchSet. For a scheduled cell in the case of cross carrier scheduling, except for nrofCandidates, all the optional fields are absent.

	searchSpaceType
Indicates whether this is a common search space (present) or a UE specific search space as well as DCI formats to monitor for.

	ue-Specific
Configures this search space as UE specific search space (USS). The UE monitors the DCI format with CRC scrambled by C-RNTI, CS-RNTI (if configured), and SP-CSI-RNTI (if configured)

	mt-Specific-v16xy
Configure this search space as IAB-MT specific search space (MSS).


[bookmark: _Hlk514219242]
	Conditional Presence
	Explanation

	Setup
	This field is mandatory present upon creation of a new SearchSpace. It is optionally present, Need M, otherwise.

	Setup2
	Either of searchSpaceType (without suffix) or searchSpaceType-r16 field is mandatory present upon creation of a new SearchSpace. The fields are optionally present, Need M, otherwise.

	SetupOnly
	This field is mandatory present upon creation of a new SearchSpace. It is absent, Need M, otherwise.



