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1 Introduction
DAPS handover command is supposed to provide configuration applied to target cell. In current R16 TS 38.331, one TAG related clarification is still needed regarding this point. In this paper, we spot this issue and provide TP to fix it. 
2 Discussion
In current spec, for DAPS handover, TAG related behaviour is still a bit ambiguous. During DAPS handover, there are two sets of TAG, i.e. one for source cell and other one for target cell. It needs to be clarified that the TAG related configurations in HO command are applied to target only.
	5.3.5.5.5
MAC entity configuration

The UE shall:
1>
if SCG MAC is not part of the current UE configuration (i.e. SCG establishment):

2>
create an SCG MAC entity;

1>
if daps-Config is configured for any DRB:

2>
reconfigure the MAC main configuration for the target of the cell group in accordance with the received mac-CellGroupConfig excluding tag-ToReleaseList and tag-ToAddModList;
1>
else:

2>
reconfigure the MAC main configuration of the cell group in accordance with the received mac-CellGroupConfig excluding tag-ToReleaseList and tag-ToAddModList;

1>
if the received mac-CellGroupConfig includes the tag-ToReleaseList:

2>
for each TAG-Id value included in the tag-ToReleaseList that is part of the current UE configuration:

3>
release the TAG indicated by TAG-Id;

1>
if the received mac-CellGroupConfig includes the tag-ToAddModList:

2>
for each tag-Id value included in tag-ToAddModList that is not part of the current UE configuration (TAG addition):

3>
add the TAG, corresponding to the tag-Id, in accordance with the received timeAlignmentTimer;

2>
for each tag-Id value included in tag-ToAddModList that is part of the current UE configuration (TAG modification):

3>
reconfigure the TAG, corresponding to the tag-Id, in accordance with the received timeAlignmentTimer.




The TP in Annex 5.1 is used to fix this issue, and we propose:

Proposal 1: agree the changes of TP in Annex 5.1.
3 Conclusion

This paper discusses one TAG configuration issue, and we propose:
Proposal 1: agree the changes of TP in Annex 5.1.
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5 Annex
5.1 TP for TS 38.331
5.3.5.5.5
MAC entity configuration

The UE shall:
1>
if SCG MAC is not part of the current UE configuration (i.e. SCG establishment):

2>
create an SCG MAC entity;

1>
if daps-Config is configured for any DRB:

2>
reconfigure the MAC main configuration for the target of the cell group in accordance with the received mac-CellGroupConfig excluding tag-ToReleaseList and tag-ToAddModList;
2>
if the received mac-CellGroupConfig includes the tag-ToReleaseList:

3>
for each TAG-Id value included in the tag-ToReleaseList that is part of the current UE configuration:

4>
release the TAG indicated by TAG-Id for the target;

2>
if the received mac-CellGroupConfig includes the tag-ToAddModList:

3>
for each tag-Id value included in tag-ToAddModList that is not part of the current UE configuration (TAG addition):

4>
add the TAG, corresponding to the tag-Id, in accordance with the received timeAlignmentTimer for the target;

3>
for each tag-Id value included in tag-ToAddModList that is part of the current UE configuration (TAG modification):

4>
reconfigure the TAG, corresponding to the tag-Id, in accordance with the received timeAlignmentTimer for the target.

1>
else:

2>
reconfigure the MAC main configuration of the cell group in accordance with the received mac-CellGroupConfig excluding tag-ToReleaseList and tag-ToAddModList;

2>
if the received mac-CellGroupConfig includes the tag-ToReleaseList:

3>
for each TAG-Id value included in the tag-ToReleaseList that is part of the current UE configuration:

4>
release the TAG indicated by TAG-Id;

2>
if the received mac-CellGroupConfig includes the tag-ToAddModList:

3>
for each tag-Id value included in tag-ToAddModList that is not part of the current UE configuration (TAG addition):

4>
add the TAG, corresponding to the tag-Id, in accordance with the received timeAlignmentTimer;

3>
for each tag-Id value included in tag-ToAddModList that is part of the current UE configuration (TAG modification):

4>
reconfigure the TAG, corresponding to the tag-Id, in accordance with the received timeAlignmentTimer.
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