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	Reason for change:
	According to the current version of 38.331, in 5.3.5.5.8, the SCell configuration is released but it is not mentioned what happens with parts of the UE configuration that have a parameter of type ServCellIndex referring to the deleted serving cell.

For example, the CSI configuration of another (not deleted) serving cell of the same cell group can include a report to be sent on that serving cells:
· CellGroupConfig-> sCellToAddModList-> SCellConfig-> sCellConfigDedicated-> ServingCellConfig->csi-MeasConfig-> csi-ReportConfigToAddModList-> CSI-ReportConfig-> carrier-> ServCellIndex
· CellGroupConfig-> SpCellConfig-> spCellConfigDedicated-> ServingCellConfig-> csi-MeasConfig-> csi-ReportConfigToAddModList-> CSI-ReportConfig-> carrier-> ServCellIndex

If the network does not explicitly remove any reference to a non-existing serving cell, it is unclear whether the UE will autonomously delete the corresponding items (as they cannot be used) or suspend them for later reuse and another serving cell is later configured with the same value of ServCellIndex. 

	
	

	Summary of change:
	1. [bookmark: OLE_LINK202][bookmark: OLE_LINK203]Add a clarification in “release the SCell”, to show that this section is only about the entry for this SCell index in sCellToAddModList.
2. Add a note to clarify that any reference to a deleted and not re-added SCell should be removed explicitly. 


Impact analysis
Impacted 5G architecture options:
Standalone, EN-DC, NE-DC, NR-DC

Impacted functionality:
SCell release.

Inter-operability:
1.	   If the network is implemented according to the CR and the UE is not, there is no inter-operability issue because the network will avoid ambiguous situations. 
2.	   If the UE is implemented according to the CR and the network is not, the consequences if not approved remain.


	
	

	Consequences if not approved:
	Configuration mismatch between the UE and the network can occur if an RRC message deletes an SCell while not explictly removing references to the deleted SCell in other parts of the UE configuration (unclear if the UE deletes or keeps them until another SCell is configured with the same SCell index).
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[bookmark: _Toc20425710][bookmark: _Toc29321106]5.3.5.5.8	SCell Release
The UE shall:
1>	if the release is triggered by reception of the sCellToReleaseList:
2>	for each sCellIndex value included in the sCellToReleaseList:
3>	if the current UE configuration includes an SCell with value sCellIndex:
4>	release any parameter the SCellconfigured through an entry in sCellToAddModList identified by this value of sCellIndex.
NOTE: For other configuration related to the released SCell which is not configured by sCellToAddModList, the network need to release explicitly.

	FIRST CHANGE END



