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Recovery from abnormal situations due to failed location area/routing area update requires that the UE is able to request the UTRAN to release of a signalling connection. A request message is added to the specification. 
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8.1.x
Signalling connection release request procedure
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Figure x: Signalling connection release request procedure, normal case

8.1.x.1
General

The signalling connection release request procedure is used by the UE  to request from the UTRAN that one of its ongoing signalling connections to a CN domain should be released. The procedure may initiate the signalling connection release or RRC connection release procedure. 

8.1.x.2
Initiation 

The UE shall initiate the signalling connection release procedure, if it receives a signalling connection release request from the higher layers. 

To initiate the procedure, the UE transmits a SIGNALLING CONNECTION RELEASE REQUEST message on DCCH using AM RLC.

The IE "Flow Identifier" indicates the signalling flow identities which are requested to be released when the CN domain releases the signalling connection to the UE. 

8.1.x.3
Reception of SIGNALLING CONNECTION RELEASE by the UTRAN

Upon reception of a SIGNALLING CONNECTION RELEASE REQUEST message, the UTRAN may initiate the RRC connection release procedure, if the UE has requested the release of all its remaining signalling connections. If all remaining signalling connections are not requested to be released, the UTRAN may initiate the signalling connection release procedure.

10.1.x
SIGNALLING CONNECTION RELEASE REQUEST

This message is used by the UE to request for the release of one or more signalling connections to a CN domain. 


RLC-SAP: AM 
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Signalling Flow related information

1 to <maxFlowID>

Flow identifier to be provided for each signalling flow to be released.
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