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Undefined information elements in TS 25.331

UTRAN mobility information elements

Decoding range, used in Cell Selection and Reselection parameters

OffsetExp, see above

QoffsetS, see above

Radio link timeout, used in Cell selection and re-selection info

User equipment information elements

Ciphering Algorithm capability, used in CipheringCapability

Ciphering Algorithm

ESN (DS-41), used in Initial UE identity, defined in TIA/EIA/IS-2000-4, bit string (32)
IMSI (DS-41), used in Initial UE identity, defned in TIA/EIA/IS-2000-4, octet string (5..7)

Integrity protection algorithm, used in Integrity protection mode info, defined in TS 33.102?

N_access_fails, used in CPCH Parameters

N_ap_retrans_max, see above

NF_bo_all_busy, see above
NF_bo_busy see above
NF_bo_collision, see above
NS_bo_no_aich, see above

NS_IP, see above

Priority level, see above

T_CPCH, see above

TMSI-DS-41, defined in TIA/EIA/IS-2000-4, octet string (2..12)
Transport channel information elements

BLER Quality value, used in Quality Target

Physical channel information elements

AICH Power offset

Chip rate, used in Frequency info. Default exists, but no definition…?

Duplex distance, see above.

Dynamic persistence level
NB01max, used in RACH transmission parameters.

NB01min, see above

NF_max, used in CPCH set info.

Persistence factor N, used in PRACH info (for RACH). Currently 0-1 step ffs.

PICH-PowerOffset

PV_CPCHn, used in CPCH persistency values

Timing Offset, used in Secondary CCPCH Info

Measurement information elements

Amount of reporting, used in Inter-system measurement reporting criteria.

DL CCTrCH Info, used in Cell info. List of TFCS identities, what is the multiplicity? Reference?

DL Timeslot info, used in Cell info. Multiplicity unclear, reference unclear.

Frequency, used in Inter-system measured results list as well as in Inter-system measurement event results.

Hysteresis, used in Inter-system measurement reporting criteria.

Inter-system measurement results, used in Inter-system measured results list. Reference?

Intra-frequency cell info list in Measurement control system information, reference missing. Same applies for Inter-frequency cell info list and Inter-system cell info list in Measurement control system information.

ISCP, used in Cell measured results.

k_FDD, used in FACH measurement occasion info.

k_Inter_Sys, see above.

Measurement Identity Number

Measurement result for current cell, used in Measured results on RACH. Probably a group name, in which case all IEs after Measurement result for current cell and before Measurement results for monitored cells need one more ">".

Num_of_sys, see above.

Output power, used in Inter-system cell info list.

Quality measurement event results, still FFS.

Quality measurement object, still FFS.

Quality measurement quantity, still FFS.

Quality measurement reporting criteria, still FFS.

Primary CCPCH RSCP, used in Measured results on RACH.

Reporting interval, used in Inter-system measurement reporting criteria.

RSCP, used in Cell measured results.

Threshold other system, used in Inter-system measurement reporting criteria.

Timeslot ISCP, used in Measured results on RACH.

Treshold non used frequency, used in Inter-frequency measurement reporting criteria.
Treshold own system, used in Inter-system measurement reporting criteria.

Treshold used frequency, used in Inter-frequency measurement reporting criteria.

UE Position, used in UE internal measured results.

UE transmitted Power (for TDD), used in UE internal measured results.

W, used in Inter-system measurement reporting criteria.

ANSI-41 information elements

MIN_P_REV, used in ANSI 41 Core Network Information, bit string (8)

NID, see above, bit string (16)

P-REV, see above, bit string (8)

SID, see above, bit string (15)

