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	Reason for change:
	When releasing SCG, the UE removes all entries of VarConditionalReconfig. That is, the UE removes all entries of VarConditionalReconfig for MCG unexpectedly if CHO has been configured. Even though RAN2 has agreed that the network cannot configure both CHO and CPC configuration to the UE in Rel-16, it can be also misinterpreted by the removal of all entries of conditional configuration including CHO and CPC. 


	
	

	Summary of change:
	The UE removes all entries of VarConditionalReconfig for SCG when releasing SCG.


	
	

	Consequences if not approved:
	Since the current text is unclear, the UE behavior may remove all entries of VarConditionalReconfig not only for SCG but also for MCG when releasing SCG.
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Modified Subclause
[bookmark: _Toc20425701][bookmark: _Toc29321097][bookmark: _Toc36756690][bookmark: _Toc36836231][bookmark: _Toc36843208][bookmark: _Toc37067497]5.3.5.4	Secondary cell group release
The UE shall:
1>	as a result of SCG release triggered by E-UTRA (i.e. (NG)EN-DC case) or NR (i.e. NR-DC case):
2>	reset SCG MAC, if configured;
2>	for each RLC bearer that is part of the SCG configuration:
3>	perform RLC bearer release procedure as specified in 5.3.5.5.3;
2>	release the SCG configuration;
2> if CPC was configured,
3>	remove all the entries within VarConditionalReconfig for the corresponding SpCell, if any;
2>	stop timer T310 for the corresponding SpCell, if running;
2>	stop timer T312 for the corresponding SpCell, if running;
2>	stop timer T304 for the corresponding SpCell, if running.
NOTE:	Release of cell group means only release of the lower layer configuration of the cell group but the RadioBearerConfig may not be released.
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