Page 4
Draft prETS 300 ???: Month YYYY


3GPP TSG RAN WG2#111-e
R2-2006517
Online meeting, 17th - 28th August, 2020
3GPP TSG-RAN WG3 Meeting #108-e
R3-204165
1-11 June 2020, Online
Title
LS on IAB F1-C traffic transfer for NSA IAB
Reply to: 

Release:
Release 16
Work Item:
NR_IAB-Core
Source:
RAN3
To:
RAN2

Cc:
-

Contact person:


· Name:

Steven Xu
· E-mail Address:
steven.1.xu@nokia-sbell.com
Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org
Attachments:
None

1. Overall description

RAN3 has discussed the IAB F1-C traffic transfer for NSA IAB, and agreed following:

· The IAB-donor-CU decides to only configure LTE leg, or only configure NR leg, or configure both LTE leg and NR leg, to be used for F1-C traffic transfer. The configuration may be performed before IAB-DU part setup. IAB-donor-CU may also change the configuration after IAB-DU part setup. In case the configuration is not performed before IAB-DU part setup, the IAB node uses the NR leg as the default one. The LTE leg and NR leg should use separate IP address pairs {IAB-DU’s IP address, IAB-donor-CU’s IP address}. When both LTE leg and NR leg are configured, it is up to the implementation to select a specific leg for F1-C traffic transfer.

· How the IAB-DU gets the remote IP end point(s) and its own IP address for LTE leg are not specified in this release.
2. Actions

To RAN2 group:

ACTION: 
RAN3 kindly asks RAN2 to take above RAN3 agreements into account.

3. Dates of next TSG RAN WG3 meetings

TSG RAN WG3 Meeting #109-bis
12-16 October 2020
Sophia-Antipolis, France

TSG RAN WG3 Meeting #110
16-20 November 2020
US, US
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