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	Reason for change:
	For the encapsulated RRC Reconfiguration for inter-RAT sidelink, a joint failure/success handling is needed.

	
	

	Summary of change:
	In 5.3.5.5, clarify that besides the SCG configuration, the encapsulated RRC Reconfiguration for inter-RAT sidelink would also be considered in the joint failure/success handling.

Impact analysis
Impacted functionality:
Inter-RAT sidelink configuration

Inter-operability: 

1. If UE implements according to the CR and the network does not, there are no inter-operability issues since the consequence is just UE would trigger re-establishment even when only the encapsulated RRC Reconfiguration message fails to comply with.
2. If the network implements according to the CR and the UE does not, network may fail to know whether the encapsulated RRC Reconfiguration message fails/succeeds to comply with by the UE, if the UE comply with the outer RRC Reconfiguration but not the inner one, yet did not trigger a re-establishment..

	
	

	Consequences if not approved:
	It is unclear whether a joint failure/success handling would be used for the encapsulated RRC Reconfiguration for inter-RAT sidelink.
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The UE shall:
1>	if the UE is unable to comply with (part of) the configuration included in the RRCConnectionReconfiguration message or if the upper layers indicate that the nas-Container is invalid:
2>	continue using the configuration used prior to the reception of RRCConnectionReconfiguration message;
2>	if the UE is in NE-DC:
3>	perform the actions as specified in TS 38.331 [82], clause 5.3.7;
2>	else if security has not been activated:
3>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause other;
2>	else:
3>	initiate the connection re-establishment procedure as specified in 5.3.7, upon which the connection reconfiguration procedure ends;
NOTE 1:	The UE may apply above failure handling also in case the RRCConnectionReconfiguration message causes a protocol error for which the generic error handling as defined in 5.7 specifies that the UE shall ignore the message.
NOTE 2:	If the UE is unable to comply with part of the configuration, it does not apply any part of the configuration, i.e. there is no partial success/ failure.
NOTE 3:	The compliance also covers the NR SCG configuration carried within octet strings e.g. field nr-SecondaryCellGroupConfig, and NR sidelink configuration carried within octet strings e.g., field sl-ConfigDedicatedNR. I.e. the failure behaviour defined also applies in case the UE cannot comply with the NR configuration or with the combination of (parts of) the LTE and NR configurations.
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