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5.6.28
UL transfer of IRAT information

5.6.28.1
General
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Figure 5.6.28.1-1: UL transfer of IRAT information

The purpose of this procedure is to transfer from the UE to E-UTRAN dedicated information terminated by E-UTRAN but specified by another RAT e.g. the NR RRC MeasurementReport message, the NR RRC SidelinkUEInformationNR message or the NR RRC UEAssistanceInformation message. The specific information transferred in this message is set in accordance with:

-
the procedure specified in 5.7.4 of TS 38.331 [82] for NR UEAssistanceInformation message;

-
the procedure specified in 5.8.3 of TS 38.331 [82] for NR SidelinkUEInformationNR message;

-
the procedure specified in 5.5.5 of TS 38.331 [82] for NR MeasurementReport Message.

10.3
Inter-node RRC information element definitions

–
AS-Context
The IE AS-Context is used to transfer local E-UTRAN context required by the target eNB.

AS-Context information element
-- ASN1START

AS-Context ::=






SEQUENCE {


reestablishmentInfo





ReestablishmentInfo


OPTIONAL
-- Cond HO

}

AS-Context-v1130 ::=




SEQUENCE {


idc-Indication-r11





OCTET STRING (CONTAINING












InDeviceCoexIndication-r11)
OPTIONAL,
-- Cond HO2


mbmsInterestIndication-r11



OCTET STRING (CONTAINING












MBMSInterestIndication-r11)
OPTIONAL,
-- Cond HO2


powerPrefIndication-r11




OCTET STRING (CONTAINING












UEAssistanceInformation-r11)
OPTIONAL,
-- Cond HO2


...,


[[
sidelinkUEInformation-r12



OCTET STRING (CONTAINING













SidelinkUEInformation-r12)
OPTIONAL
-- Cond HO2


]],


[[
sourceContextEN-DC-r15



OCTET STRING




OPTIONAL
-- Cond HO2


]],


[[
selectedbandCombinationInfoEN-DC-v1540

OCTET STRING


OPTIONAL
-- Cond HO2


]]

}

AS-Context-v1320 ::=




SEQUENCE {

wlanConnectionStatusReport-r13


OCTET STRING (CONTAINING












WLANConnectionStatusReport-r13)
OPTIONAL
-- Cond HO2

}
AS-Context-v1610 ::=




SEQUENCE {


sidelinkUEInformationNR-r16

OCTET STRING
OPTIONAL, -- Cond HO3


SL-UE-AssistanceInformationNR-r16

OCTET STRING
OPTIONAL, -- Cond HO3


configRestrictInfoDAPS-r16



ConfigRestrictInfoDAPS-r16

OPTIONAL -- Cond HO2

}

ConfigRestrictInfoDAPS-r16 ::=

SEQUENCE {


maxSCH-TB-BitsDL-r16




INTEGER (1..100)


OPTIONAL,
-- Cond HO2


maxSCH-TB-BitsUL-r16




INTEGER (1..100)


OPTIONAL
-- Cond HO2

}

-- ASN1STOP

	AS-Context field descriptions

	idc-Indication
Including information used for handling the IDC problems.

	maxSCH-TB-BitsXL

Indicates the maximum DL-SCH/UL-SCH TB bits that may be scheduled in a TTI during DAPS HO. Specified as a percentage of the value defined for the applicable UE category.

	reestablishmentInfo

Including information needed for the RRC connection re-establishment.

	sourceContextEN-DC

(NG)EN-DC related context information, in particular regarding the UE capability coordination, as defined by the ConfigRestrictInfoSCG IE specified in TS 38.331 [82].

	selectedBandCombinationInfoEN-DC
Including the BandCombinationInfoSN IE specified in TS 38.331 [82]. See NOTE 1.

	sidelinkUEInformationNR

Including sidelink UE information as defined by the sidelinkUEInformationNR message specified in TS 38.331 [82].

	SL-UE-AssistanceInformationNR 
Including sidelink UE assistance information as defined in the UEAssistanceInformation message specified in TS 38.331 [82].
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