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	Reason for change:
	For configured grants (CG Type 1 and 2), the UE is configured with the maximum number of retransmissions to perform for a single TB.  When determining whether to transmit PUCCH NACK to the NW for a TB with SL HARQ feedback disabled, the UE can  use this configured maximum to determine if “next transmission(s) of the MAC PDU is not required” (as per specification in section 5.22.1.3.2).
The RRC parameter for configured grants does not apply to dynamic grant, and so currently the UE cannot determine whether to report PUCCH or not.
It is proposed to determine the maximum number of retransmissions for dynamic grant similar to mode 2.  Namely, the UE can determine the maximum number of retransmissions based on CBR/Priority table configured by the network.



 

	
	

	Summary of change:
	In section 5.22.1.1, the maximum number of retransmissions is selected by the UE (for mode 1 dynamic grant) in the same way as for mode 2 (based on CBR/priority table.

Impact analysis
Impacted functionality: 
PUCCH reporting for SL HARQ 

Inter-operability:
No inter-operability issue is identified.

 

	
	

	Consequences if not approved:
	There is no definition of how the UE determines the maximum number of retransmissions for dynamic grant for a TB with HARQ feedback disabled.
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2nd change

[bookmark: _Toc12569232][bookmark: _Toc37296249][bookmark: _Toc46490378]5.22.1.1	SL Grant reception and SCI transmission
Sidelink grant is received dynamically on the PDCCH, configured semi-persistently by RRC or autonomously selected by the MAC entity. The MAC entity shall have a sidelink grant on an active SL BWP to determine a set of PSCCH duration(s) in which transmission of SCI occurs and a set of PSSCH duration(s) in which transmission of SL-SCH associated with the SCI occurs. A sidelink grant addressed to SLCS-RNTI with NDI = 1 is considered as a dynamic sidelink grant.
If the MAC entity has been configured with Sidelink resource allocation mode 1 as indicated in TS 38.331 [5] or TS 36.331 [21], the MAC entity shall for each PDCCH occasion and for each grant received for this PDCCH occasion:
1>	if a sidelink grant has been received on the PDCCH for the MAC entity's SL-RNTI:
2>	if the NDI received on the PDCCH has been not toggled compared to the value in the previously received HARQ information for the HARQ Process ID:
3>	use the received sidelink grant to determine PSCCH duration(s) and PSSCH duration(s) for one or more retransmissions of a single MAC PDU for the corresponding Sidelink process according to clause 8.1.2 of TS 38.214 [7].
2>	else:
3>	use the received sidelink grant to determine PSCCH duration(s) and PSSCH duration(s) for initial transmission and, if available, retransmission(s) of a single MAC PDU according to clause 8.1.2 of TS 38.214 [7].
2>	select the number of HARQ retransmissions from the allowed numbers that are configured by RRC in sl-MaxTxTransNumPSSCH included in sl-PSSCH-TxConfigList and, if configured by RRC, overlapped in sl-MaxTxTransNumPSSCH indicated in sl-CBR-PSSCH-TxConfigList for the highest priority of the logical channel(s) allowed on the carrier and the CBR measured by lower layers according to clause 5.1.27 of TS 38.215 [24] if CBR measurement results are available or the corresponding sl-defaultTxConfigIndex configured by RRC if CBR measurement results are not available;
2>	if a sidelink grant is available for retransmission(s) of a MAC PDU which has been positively acknowledged as specified in clause 5.22.1.3.3:
3>	clear the PSCCH duration(s) and PSSCH duration(s) corresponding to retransmission(s) of the MAC PDU from the sidelink grant.
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