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	The UE may evaluate conditions for CHO or CPC and execute CHO or CPC before the MCG RLF is recovered.
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Figure 5.6.26.1-1: MCG failure information
The purpose of this procedure is to inform the network about an MCG failure the UE has experienced i.e. MCG radio link failure. A UE in RRC_CONNECTED, for which AS security has been activated with SRB2 and at least one DRB setup, may initiate the fast MCG link recovery procedure in order to continue the RRC connection without re-establishment.
[bookmark: _Toc500942691][bookmark: _Toc509241421][bookmark: _Toc36810184][bookmark: _Toc36846548][bookmark: _Toc36939201][bookmark: _Toc37082181][bookmark: _Toc39926409]5.6.26.2	Initiation
A UE configured with split SRB1 or SRB3 initiates the procedure to report MCG failures when neither MCG nor SCG transmission is suspended, t316 is configured, and when the following condition is met:
1>	upon detecting radio link failure of the MCG, in accordance with 5.3.11, while T316 is not running.
Upon initiating the procedure, the UE shall:
1> stop timer T310, if running;
1> stop timer T312, if running;
1>	suspend MCG transmission for all SRBs and DRBs, except SRB0;
1>	reset MCG MAC;
[bookmark: _Hlk39491832]1>	stop conditional reconfiguration evaluation for CHO, if configured;
1>	stop conditional reconfiguration evaluation for CPC, if configured;
1>	initiate transmission of the MCGFailureInformation message in accordance with 5.6.26.4.
NOTE:	The handling of any outstanding UL RRC messages during the initiation of the fast MCG link recovery is left to UE implementation.

image1.emf
 

M CG Failure In formation  

UE   EUT RAN  

RRC   c onnection   r e configuration    


oleObject1.bin


RRC connection reconfiguration











EUTRAN







UE







MCGFailureInformation












