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	Reason for change:
	According to current procedural text in section 5.8.9.1.3, the UE will set the content of the RRCReconfigurationFailureSidelink and RRCReconfigurationCompleteSidelink when certain conditions are met.

However, these two messages are empty RRC messages and is not clear what the UE should set. For this reason, it is good to clarify that when the UE needs to send these two message it does not need to set any content.


	
	

	Summary of change:
	Section 5.8.9.1.3
- Deleted the parts where the UE is instrcuted to set the content of the RRCReconfigurationFailureSidelink and RRCReconfigurationCompleteSidelink messages.

Impact analysis
Impacted 5G architecture options: NR SA, NR V2X

Impacted functionality: RRC reconfiguration sidelink
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If the network implements the CR and the UE does not, the UE behaviour will remain unclear since is instructed to set the content of two RRC messages that, in reality, are empty.

If the UE implements the CR and the network does not, there is no inter-operability issue.
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The UE shall perform the following actions upon reception of the RRCReconfigurationSidelink:
1>	if the RRCReconfigurationSidelink includes the sl-ResetConfig:
2>	perform the sidelink reset configuration procedure as specified in 5.8.9.1.6;
1>	if the RRCReconfigurationSidelink includes the slrb-ConfigToReleaseList:
2>	for each slrb-PC5-ConfigIndex value included in the slrb-ConfigToReleaseList that is part of the current UE sidelink configuration;
3>	perform the sidelink DRB release procedure, according to sub-clause 5.8.9.1a.1;
1>	if the RRCReconfigurationSidelink includes the slrb-ConfigToAddModList:
2>	for each slrb-PC5-ConfigIndex value included in the slrb-ConfigToAddModList that is not part of the current UE sidelink configuration:
3>	if sl-MappedQoS-FlowsToAddList is included:
4>	apply the SL-PFI included in sl-MappedQoS-FlowsToAddList;
3>	perform the sidelink DRB addition procedure, according to sub-clause 5.8.9.1a.2;
2>	for each slrb-PC5-ConfigIndex value included in the slrb-ConfigToAddModList that is part of the current UE sidelink configuration:
3>	if sl-MappedQoS-FlowsToAddList is included:
4>	add the SL-PFI included in sl-MappedQoS-FlowsToAddList to the corresponding sidelink DRB;
3>	if sl-MappedQoS-FlowsToReleaseList is included:
4>	remove the SL-PFI included in sl-MappedQoS-FlowsToReleaseList from the corresponding sidelink DRB;
3>	if the sidelink DRB release conditions as described in sub-clause 5.8.9.1a.1.1 are met:
4>	perform the sidelink DRB release procedure according to sub-clause 5.8.9.1a.1.2;
3>	else if the sidelink DRB modification conditions as described in sub-clause 5.8.9.1a.2.1 are met:
4>	perform the sidelink DRB modification procedure according to sub-clause 5.8.9.1a.2.2;
1>	if the RRCReconfigurationSidelink message includes the sl-MeasConfig:
2>	perform the sidelink measurement configuration procedure as specified in 5.8.10;
1>	if the RRCReconfigurationSidelink message includes the sl-CSI-RS-Config:
2>	apply the sidelink CSI-RS configuration;
1>	if the RRCReconfigurationSidelink message includes the sl-LatencyBoundCSI-Report:
2>	apply the configured sidelink CSI report latency bound;
1>	if the UE is unable to comply with (part of) the configuration included in the RRCReconfigurationSidelink (i.e. sidelink RRC reconfiguration failure):
2>	continue using the configuration used prior to the reception of the RRCReconfigurationSidelink message;
2>	set the content of the RRCReconfigurationFailureSidelink message;
32>	submit the RRCReconfigurationFailureSidelink message to lower layers for transmission;
1>	else:
2>	set the content of the RRCReconfigurationCompleteSidelink message;
32>	submit the RRCReconfigurationCompleteSidelink message to lower layers for transmission;
NOTE 1:	When the same logical channel is configured with different RLC mode by another UE, the UE handles the case as sidelink RRC reconfiguration failure.
END OF CHANGE

3GPP
