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1 Introduction
During the time period after successful access to the target cell and before the UE receives the source release indication in RRCReconfiguration message, UE may receive another RRCReconfiguration message without the source release indication. We analyse this case and provide solutions on how to handle this case.
2 Discussion
In this section, we focus on the time period after successful access to target cell and before the UE receives the source release indication in RRCReconfiguration message. And RAN2 has made a series of agreements to restrict network behaviour during this time period as below:
RAN2#109b:
1 After DAPS handover, the network shall release the source first before triggering the new handover procedure.
RAN2#110

3
Inter-RAT handover during DAPS handover before release of source cell is not allowed in Rel-16. 

4
Releasing UE to INACTIVE via RRCRelease during DAPS handover before release of source cell is not allowed in Rel-16.
DAPS handover procedure, which is captured in Figure 9.2.3.2.1-1: Intra-AMF/UPF Handover in TS38.300 [1], is shown as follows:
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Figure 1: DAPS handover

For step 8, the source release UE behaviour has been specified:
8.
The UE synchronises to the target cell and completes the RRC handover procedure by sending RRCReconfigurationComplete message to target gNB. In case of DAPS HO, the UE does not detach from the source cell upon receiving the RRCReconfiguration message. The UE releases the source SRB resources, security configuration of the source cell and stops DL/UL reception/transmission with the source upon receiving an explicit release from the target node.
We understand when to send source release indication is network implementation. But between the step 8 (successful RACH) and UE receives the source release indication, UE may receive another RRCReconfiguration message without the source release indication. How does UE handle this RRCReconfiguration message for UE reconfiguration?
From UE point of view, in general source release indication is supposed to be included in the first RRCReconfiguration message after successful access to the target cell. Also to network, the reconfiguration for target cell and source release indication can be included in the same RRC message in order to save signalling overhead. However, it is not formally confirmed by RAN2 and not captured in current specification.

To support DAPS handover, generally a UE needs to maintain two sets of configuration including source configuration and target configuration before UE receives the source release indication. Furthered more, if UE receives an RRCReconfiguration message without the source release indication, during this period UE has to maintain three sets of configurations including the source configuration, the target configuration, and the second target configuration for reconfiguration before UE has finished this RRC reconfiguration. Based on that, UE need to prepare internal memory for these three sets of configuration in advance to satisfy the potential reconfiguration requirement during this period. It requires more memory and increases more complexity for UE implementation, and we see it is a corner case that should be avoided.
Actually there are three candidate ways to handle this corner case:

· Option1: network should include the source release indication in the first RRCReconfiguration message after UE completes random-access procedure to target cell successfully.
· Option2: UE releases the source configuration automatically if UE receives a RRCReconfiguration message without the source release indication during this period.

· Option3: UE ignores this RRCReconfiguration message without the source release indication during this period. 

Since this is a corner case, we propose to adopt option 1 for less specification impact.
Proposal 1: RAN2 confirm that network should include the source release indication in the first RRCReconfiguration message after UE completes random-access procedure to target cell successfully, i.e. after DAPS handover is successful.
3 Conclusion

In this contribution, we focus on the time period after successful access to the target cell and before the UE receives the source release indication in RRCReconfiguration message, and we think the case that UE may receive a RRCReconfiguration message without the source release indication should be avoided. 
And we propose:

Proposal 1: RAN2 confirm that network should include the source release indication in the first RRCReconfiguration message after UE completes random-access procedure to target cell successfully, i.e. after DAPS handover is successful.
4 Reference
[1] TS 38.300 g20, "NR; Overall description; Stage 2" 
5 Annex
----------------------------------------------------------TP for TS 38.331-------------------------------------------------------------------------------

<Unnecessary parts omitted>
–
RRCReconfiguration
The RRCReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) and AS security configuration.

Signalling radio bearer: SRB1 or SRB3

RLC-SAP: AM

Logical channel: DCCH

Direction: Network to UE

RRCReconfiguration message

-- ASN1START

-- TAG-RRCRECONFIGURATION-START

RRCReconfiguration ::=                  SEQUENCE {

    rrc-TransactionIdentifier               RRC-TransactionIdentifier,

    criticalExtensions                      CHOICE {

        rrcReconfiguration                      RRCReconfiguration-IEs,

        criticalExtensionsFuture                SEQUENCE {}

    }

}

RRCReconfiguration-IEs ::=              SEQUENCE {

    radioBearerConfig                       RadioBearerConfig                                                      OPTIONAL, -- Need M

    secondaryCellGroup                      OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Cond SCG

    measConfig                              MeasConfig                                                             OPTIONAL, -- Need M

    lateNonCriticalExtension                OCTET STRING                                                           OPTIONAL,

    nonCriticalExtension                    RRCReconfiguration-v1530-IEs                                           OPTIONAL
}

RRCReconfiguration-v1530-IEs ::=            SEQUENCE {

    masterCellGroup                         OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Need M

    fullConfig                              ENUMERATED {true}                                                      OPTIONAL, -- Cond FullConfig

    dedicatedNAS-MessageList                SEQUENCE (SIZE(1..maxDRB)) OF DedicatedNAS-Message                     OPTIONAL, -- Cond nonHO

    masterKeyUpdate                         MasterKeyUpdate                                                        OPTIONAL, -- Cond MasterKeyChange

    dedicatedSIB1-Delivery                  OCTET STRING (CONTAINING SIB1)                                         OPTIONAL, -- Need N

    dedicatedSystemInformationDelivery      OCTET STRING (CONTAINING SystemInformation)                            OPTIONAL, -- Need N

    otherConfig                             OtherConfig                                                            OPTIONAL, -- Need M

    nonCriticalExtension                    RRCReconfiguration-v1540-IEs                                           OPTIONAL
}

RRCReconfiguration-v1540-IEs ::=        SEQUENCE {

    otherConfig-v1540                       OtherConfig-v1540                                                      OPTIONAL, -- Need M

    nonCriticalExtension                    RRCReconfiguration-v1560-IEs                                           OPTIONAL
}

RRCReconfiguration-v1560-IEs ::=         SEQUENCE {

    mrdc-SecondaryCellGroupConfig            SetupRelease { MRDC-SecondaryCellGroupConfig }                        OPTIONAL,   -- Need M

    radioBearerConfig2                       OCTET STRING (CONTAINING RadioBearerConfig)                           OPTIONAL,   -- Need M

    sk-Counter                               SK-Counter                                                            OPTIONAL,   -- Need N

    nonCriticalExtension                     RRCReconfiguration-v1610-IEs                                          OPTIONAL
}

RRCReconfiguration-v1610-IEs ::=        SEQUENCE {

    otherConfig-v1610                       OtherConfig-v1610                                                    OPTIONAL, -- Need M

    bap-Config-r16                          SetupRelease { BAP-Config-r16 }                                      OPTIONAL, -- Need M

    iab-IP-AddressConfigurationList-r16     IAB-IP-AddressConfigurationList-r16                                  OPTIONAL, -- Need M

    conditionalReconfiguration-r16          ConditionalReconfiguration-r16                                       OPTIONAL, -- Need M

    daps-SourceRelease-r16                  ENUMERATED{true}                                                     OPTIONAL, -- Need N

    t316-r16                                SetupRelease {T316-r16}                                              OPTIONAL, -- Need M

    needForGapsConfigNR-r16                 SetupRelease {NeedForGapsConfigNR-r16}                               OPTIONAL, -- Need M

    onDemandSIB-Request-r16                 SetupRelease { OnDemandSIB-Request-r16 }                             OPTIONAL, -- Need M

    dedicatedPosSysInfoDelivery-r16         OCTET STRING (CONTAINING PosSystemInformation-r16-IEs)               OPTIONAL, -- Need N

    sl-ConfigDedicatedNR-r16                SetupRelease {SL-ConfigDedicatedNR-r16}                              OPTIONAL, -- Need M

    sl-ConfigDedicatedEUTRA-Info-r16        SetupRelease {SL-ConfigDedicatedEUTRA-Info-r16}                      OPTIONAL, -- Need M

    nonCriticalExtension                    SEQUENCE {}                                                          OPTIONAL
}

MRDC-SecondaryCellGroupConfig ::=       SEQUENCE {

    mrdc-ReleaseAndAdd                      ENUMERATED {true}                                                     OPTIONAL,   -- Need N

    mrdc-SecondaryCellGroup                 CHOICE {

        nr-SCG                                  OCTET STRING  (CONTAINING RRCReconfiguration), 

        eutra-SCG                               OCTET STRING
    }

}

BAP-Config-r16 ::=                      SEQUENCE {

    bap-Address-r16                         BIT STRING (SIZE (10))                                    OPTIONAL, -- Need M

    defaultUL-BAProutingID-r16              BAP-Routing-ID-r16                                        OPTIONAL, -- Need M

    defaultUL-BH-RLC-Channel-r16            BH-RLC-ChannelID-r16                                      OPTIONAL, -- Need M

    flowControlFeedbackType-r16             ENUMERATED {perBH-RLC-Channel, perRoutingID, both}        OPTIONAL, -- Need R

    ...

}

MasterKeyUpdate ::=                 SEQUENCE {

    keySetChangeIndicator           BOOLEAN,

    nextHopChainingCount            NextHopChainingCount,

    nas-Container                   OCTET STRING                                                     OPTIONAL,    -- Cond securityNASC

    ...

}

OnDemandSIB-Request-r16 ::=                  SEQUENCE {

    onDemandSIB-RequestProhibitTimer-r16         ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30}

}

T316-r16 ::=         ENUMERATED {ms50, ms100, ms200, ms300, ms400, ms500, ms600, ms1000, ms1500, ms2000}

IAB-IP-AddressConfigurationList-r16 ::= SEQUENCE {

    iab-IP-AddressToAddModList-r16      SEQUENCE (SIZE(1..maxIAB-IP-Address-r16)) OF IAB-IP-AddressConfiguration-r16 OPTIONAL, -- Need N

    iab-IP-AddressToReleaseList-r16     SEQUENCE (SIZE(1..maxIAB-IP-Address-r16)) OF IAB-IP-AddressIndex-r16         OPTIONAL, -- Need N

    ...

}

IAB-IP-AddressConfiguration-r16 ::=     SEQUENCE {

    iab-IP-AddressIndex-r16                 IAB-IP-AddressIndex-r16,

    iab-IP-Address-r16                      IAB-IP-Address-r16                                                OPTIONAL,  -- Need M

    iab-IP-Usage-r16                        IAB-IP-Usage-r16                                                  OPTIONAL,  -- Need M

    iab-donor-DU-BAP-Address-r16            BIT STRING (SIZE(10))                                             OPTIONAL,  -- Need M

...

}

SL-ConfigDedicatedEUTRA-Info-r16 ::=            SEQUENCE {

    sl-ConfigDedicatedEUTRA-r16                    OCTET STRING                                              OPTIONAL,  -- Need M

    sl-TimeOffsetEUTRA-List-r16                    SEQUENCE (SIZE (8)) OF SL-TimeOffsetEUTRA-r16             OPTIONAL    -- Need M

}

SL-TimeOffsetEUTRA-r16 ::=        ENUMERATED {ms0, ms0dot25, ms0dot5, ms0dot625, ms0dot75, ms1, ms1dot25, ms1dot5, ms1dot75,

                                              ms2, ms2dot5, ms3, ms4, ms5, ms6, ms8, ms10, ms20}

-- TAG-RRCRECONFIGURATION-STOP

-- ASN1STOP

	RRCReconfiguration-IEs field descriptions

	bap-Config

This field is used to configure the BAP entity for IAB nodes.

	bap-Address

Indicates the BAP address of an IAB-node.

	conditionalReconfiguration

Configuration of candidate target SpCell(s) and execution condition(s) for conditional handover or conditional PSCell change. For conditional PSCell change, this field may only be present in an RRCReconfiguration message for intra-SN PSCell change. The network does not configure a UE with both conditional PCell change and conditional PSCell change simultaneously. The field is absent if any DAPS bearer is configured or if the masterCellGroup includes ReconfigurationWithSync. For conditional PSCell change, the field is absent if the secondaryCellGroup includes ReconfigurationWithSync.

	daps-SourceRelease

Indicates to UE that the source cell part of DAPS operation is to be stopped and the source cell part of DAPS configuration is to be released. Network should include this field in the first RRCReconfiguration message after random-access procedure to target cell was completed successfully.

	dedicatedNAS-MessageList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list. 

	dedicatedPosSysInfoDelivery

This field is used to transfer SIBPos to the UE in RRC_CONNECTED.

	dedicatedSIB1-Delivery

This field is used to transfer SIB1 to the UE. The field has the same values as the corresponding configuration in servingCellConfigCommon.

	dedicatedSystemInformationDelivery

This field is used to transfer SIB6, SIB7, SIB8 to the UE with an active BWP with no common serach space configured. For UEs in RRC_CONNECTED, this field is used to transfer the SIBs requested on-demand.

	defaultUL-BAP-routingID

This field is used for IAB-node to configure the default uplink Routing ID, which is used by IAB-node during IAB-node bootstrapping, migration, IAB-MT RRC resume and IAB-MT RRC re-establishment for F1-C and non-F1 traffic. The defaultUL-BAP-routinID can be (re-)configured when IAB-node IP address for F1-C traffic changes. This field is mandatory only for IAB-node bootstrapping and change of IP address for IAB-node cases.

	defaultUL-BH-RLC-Channel

This field is used for IAB-nodes to configure the default uplink bh-RLC-Channel, which is used by IAB-node during IAB-node bootstrapping, migration, IAB-MT RRC resume and IAB-MT RRC re-establishment for F1-C and non-F1 traffic. The defaultUL-BH-RLC-Channel can be (re-)configured when IAB-node IP address for F1-C traffic changes, and the new IP address is anchored at a different IAB-donor-DU. This field is mandatory only for IAB-node bootstrapping and change of IP address for IAB-node cases.

	donor-DU-BAP-Address

This field is used to indicate the BAP address of the IAB-donor-DU which anchors the IP address/prefix.

	flowControlFeedbackType

This field is only used for IAB-node that support hop-by-hop flow control to configure the type of flow control feedback. Value perBH-RLC-Channel indicates that the IAB-node shall provide flow control feedback per BH RLC channel, value perRoutingID indicates that the IAB-node shall provide flow control feedback per routing ID, and value both indicates that the IAB-node shall provide flow control feedback both per BH RLC channel and per routing ID.

	fullConfig

Indicates that the full configuration option is applicable for the RRCReconfiguration message for intra-system intra-RAT HO. For inter-RAT HO from E-UTRA to NR, fullConfig indicates whether or not delta signalling of SDAP/PDCP from source RAT is applicable. This field is absent if any DAPS bearer is configured or when the RRCReconfiguration message is transmitted on SRB3, and in an RRCReconfiguration message contained in another RRCReconfiguration message (or RRCConnectionReconfiguration message, see TS 36.331 [10]) transmitted on SRB1.

	iab-IP-Address

This field is used to provide the IP address information for IAB-node.

	iab-IP-AddressToAddModList

List of IP addresses allocated for IAB-node to be added and modified.

	iab-IP-AddressToReleaseList

List of IP address allocated for IAB-node to be released.

	iab-IP-Usage

This field is used to indicate the usage of the assigned IP address.

	iab-donor-DU-BAP-Address

This field is used to indicate the BAP address of the IAB-donor-DU where the IP address is anchored.

	keySetChangeIndicator

Indicates whether UE shall derive a new KgNB. If reconfigurationWithSync is included, value true indicates that a KgNB key is derived from a KAMF key taken into use through the latest successful NAS SMC procedure, or N2 handover procedure with KAMF change, as described in TS 33.501 [11] for KgNB re-keying. Value false indicates that the new KgNB key is obtained from the current KgNB key or from the NH as described in TS 33.501 [11].

	masterCellGroup
Configuration of master cell group.

	mrdc-ReleaseAndAdd

This field indicates that the current SCG configuration is released and a new SCG is added at the same time.

	mrdc-SecondaryCellGroup

Includes an RRC message for SCG configuration in NR-DC or NE-DC.
For NR-DC (nr-SCG), mrdc-SecondaryCellGroup contains the RRCReconfiguration message as generated (entirely) by SN gNB. In this version of the specification, the RRC message can only include fields secondaryCellGroup, otherConfig and measConfig.

For NE-DC (eutra-SCG), mrdc-SecondaryCellGroup includes the E-UTRA RRCConnectionReconfiguration message as specified in TS 36.331 [10]. In this version of the specification, the E-UTRA RRC message can only include the field scg-Configuration.

	nas-Container

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS  security after inter-system handover to NR. The content is defined in TS 24.501 [23].

	needForGapsConfigNR

Configuration for the UE to report measurement gap requirement information of NR target bands in the RRCReconfigurationComplete and RRCResumeComplete message.

	nextHopChainingCount

Parameter NCC: See TS 33.501 [11]

	onDemandSIB-Request

If the field is present, the UE is allowed to request SIB(s) on-demand while in RRC_CONNECTED according to clause 5.2.2.3.5.

	onDemandSIB-RequestProhibitTimer

Prohibit timer for requesting SIB(s) on-demand while in RRC_CONNECTED according to clause 5.2.2.3.5. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	otherConfig

Contains configuration related to other configurations. When configured for the SCG, only fields drx-PreferenceConfig, maxBW-PreferenceConfig, maxCC-PreferenceConfig, maxMIMO-LayerPreferenceConfig and minSchedulingOffsetPreferenceConfig can be included.

	radioBearerConfig
Configuration of Radio Bearers (DRBs, SRBs) including SDAP/PDCP. In EN-DC this field may only be present if the RRCReconfiguration is transmitted over SRB3.

	radioBearerConfig2

Configuration of Radio Bearers (DRBs, SRBs) including SDAP/PDCP. This field can only be used if the UE supports NR-DC or NE-DC.

	secondaryCellGroup
Configuration of secondary cell group ((NG)EN-DC or NR-DC).

	sk-Counter

A counter used upon initial configuration of S-KgNB or S-KeNB, as well as upon refresh of S-KgNB or S-KeNB. This field is always included either upon initial configuration of an NR SCG or upon configuration of the first RB with keyToUse set to secondary, whichever happens first. This field is absent if there is neither any NR SCG nor any RB with keyToUse set to secondary.

	sl-ConfigDedicatedNR

This field is used to provide the dedicated configurations for NR sidelink communication.

	sl-ConfigDedicatedEUTRA

This field includes the E-UTRA RRCConnectionReconfiguration as specified in TS 36.331 [10]. In this version of the specification, the E-UTRA RRCConnectionReconfiguration can only includes sidelink related fields for V2X sidelink communication.

	sl-TimeOffsetEUTRA

This field indicates the possible time offset to (de)activation of V2X sidelink transmission after receiving DCI format 3_1 used for scheduling V2X sidelink communication. Value ms0dpt75 corresponds to 0.75ms, ms1 corresponds to 1ms and so on. The network may configures this field only when sl-ConfigDedicatedEUTRA is present.

	t316

Indicates the value for timer T316 as described in clause 7.1. Value ms50 corresponds to 50 ms, value ms100 corresponds to 100 ms and so on. This field can be present only if the UE is configured with split SRB1 or SRB3.


	Conditional Presence
	Explanation

	nonHO
	The field is absent in case of reconfiguration with sync within NR or to NR; otherwise it is optionally present, need N.

	securityNASC
	This field is mandatory present in case of inter system handover. Otherwise the field is optionally present, need N.

	MasterKeyChange
	This field is mandatory present in case masterCellGroup includes ReconfigurationWithSync and RadioBearerConfig includes SecurityConfig with SecurityAlgorithmConfig, indicating a change of the AS security algorithms associated to the master key. If ReconfigurationWithSync is included for other cases, this field is optionally present, need N. Otherwise the field is absent.

	FullConfig
	The field is mandatory present in case of inter-system handover from E-UTRA/EPC to NR. It is optionally present, Need N, during reconfiguration with sync and also in first reconfiguration after reestablishment; or for intra-system handover from E-UTRA/5GC to NR. It is absent otherwise.

	SCG
	The field is optional present, Need M, in:
-
an RRCReconfiguration message transmitted on SRB3,

-
an RRCReconfiguration message contained in another RRCReconfiguration message (or in an RRCConnectionReconfiguration message, see TS 36.331 [10]) transmitted on SRB1

-
an RRCReconfiguration message contained in another RRCReconfiguration message (or in an RRCConnectionReconfiguration message, see TS 36.331 [10]) which is contained in DLInformationTransferMRDC transmitted on SRB3 (as a response to ULInformationTransferMRDC including an MCGFailureInformation)

-
in an RRCReconfiguration message contained in an RRCResume message (or in an RRCConnectionResume message, see TS 36.331 [10]).

Otherwise, the field is absent
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mark HPstart;
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mark HPend;
m--s:6. RAN Handover Initiation [br];
s--s:Deliver buffered data\nand new data from UPF(s) [bs];
parallel m--m:Detach from old cell\nSynchronise to new cell [bs];
s->t:7a. EARLY STATUS\nTRANSER[ac];
s->t:7. SN STATUS TRANSFER[ac];
u=>s:User Data [au];
join s=>t [au];
t--t:Buffer User Data\nfrom Source gNB [bs];
m--t:8. RAN Handover Completion [br];
mark HEend;
t->s:8a. HANDOVER SUCCESS [ac];
s->t:8b. SN STATUS TRANSFER [ac]; 
u=>s:User Data [au];
join s=>t [au];
m<=>t:User Data [au];
join t=>u:User Data [au];
t->a:9. PATH SWITCH REQUEST [ac];
a--u:10. Path Switch in UPF(s) [br];
u=>s:End Marker [au];
join s=>t [au];
t<=>u:User Data [au];
a->t:11. PATH SWITCH REQUEST\nACKNOWLEDGE [ac];
t->s:12. UE CONTEXT RELEASE [ac];
mark HCend;
|||;

vertical brace HPstart->HPend:Handover Preparation [n1];
vertical brace HPend->HEend:Handover Execution [n1];
vertical brace HEend->HCend:Handover Completion [n1];
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