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1. Introduction

This contribution introduces a correction that UE sets the plmn-Identity to RPLMN if available upon setup failure or resume failure.
2.
Discussion
Upon setup failure or resume failure, VarConnEstFailReport is compiled upon T300 expiry or T319 expiry, and the plmn-Identity is always set to the PLMN selected by upper layer. The selected PLMN is available only for PLMN selection, and it seems less reasonable to consider the selected PLMN in UE operations, even after confirming RPLMN.
The above operation is correct in case of UE power on (or PLMN selection). On the other hand, since T300 expires in many cases, the operation may not be correct for other cases. For example, one can imagine following sequence of procedure.

UE power on -> PLMN search -> upper layer selects PLMN -> cell selection -> RRC setup procedure -> NAS registration procedure -> RRC release -> RRC setup procedure (for any reason other than PLMN reselection) -> RRC connected -> -> RRC release -> RRC resume procedure -> RRC connected -> RRC release

T300 starts in yellow cases. T319 starts in green case. Only in the first yellow case, setting plmn-identity according to the selected PLMN makes sense. For all the other cases, UE should not set the plmn-Identity considering plmn-IdentityList in SIB1 but considering its current RPLMN. 

We can simply update the text like below:
	5.3.3.7
T300 expiry

The UE shall:

1>
if timer T300 expires:

2>
reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;

2>
if the T300 has expired a consecutive connEstFailCount times on the same cell for which connEstFailureControl is included in SIB1:

3>
for a period as indicated by connEstFailOffsetValidity:

4>
use connEstFailOffset for the parameter Qoffsettemp for the concerned cell when performing cell selection and reselection according to TS 38.304 [20] and TS 36.304 [27];

NOTE:
When performing cell selection, if no suitable or acceptable cell can be found, it is up to UE implementation whether to stop using connEstFailOffset for the parameter Qoffsettemp during connEstFailOffsetValidity for the concerned cell.
2> clear the content included in VarConnEstFailReport except for the numberOfConnFail, if any;
2>
if the UE has connection establishment failure informaton available in VarConnEstFailReport and if the RPLMN is not equal to plmn-identity stored in VarConnEstFailReport:
3>
reset the numberOfConnFail to 0;
2>
store the following connection establishment failure information in the VarConnEstFailReport by setting its fields as follows:

3>
set the plmn-Identity to the registered PLMN if available. Otherwise set the plmn-Identity to the PLMN selected by upper layers (see TS 23.122 [x6], TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;

(skipped)

5.3.13.5
T319 expiry or Integrity check failure from lower layers while T319 is running

The UE shall:

1>
if timer T319 expires or upon receiving Integrity check failure indication from lower layers while T319 is running:

2> clear the content included in VarConnEstFailReport except for the numberOfConnFail, if any;
2>
if the UE has connection resume failure informaton available in VarConnEstFailReport and if the RPLMN is not equal to plmn-identity stored in VarConnEstFailReport:
3>
reset the numberOfConnFail to 0;
2>
store the following connection resume failure information in the VarConnEstFailReport by setting its fields as follows:

3>
set the plmn-Identity to the PLMN selected by upper layers (see TS 23.122 [x6], TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;

3>  set the plmn-Identity to the registered PLMN; 



Proposal: Upon setup failure or resume failure, UE sets the plmn-Identity to RPLMN if available.

3. Conclusion
It is suggested that 
Proposal: Upon setup failure or resume failure, UE sets the plmn-Identity to RPLMN if available.
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