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	Reason for change:
	Among all the PLMNs sharing the same cell, some PLMNs may want to configure access barring for delay tolerant service while others do not. 
With the current ASN.1 structure, if one PLMN wants to configure access barring for delay tolerant services, other PLMNs sharing the same cell have to configure a “a”, “b” or “c” either via plmnCommon or individualPLMNList even though they do not want to do so. As a result, UE configured with delay tolerant service may select access category 1 and perform barring check based on the factor and timer associated with access category 1 upon receiving such configuration although it should have selected another access category and perform access barring accordingly.
Thus, it is suggested to change the UE beahvior in Access Category 1 selection by also taking the configured uac-barringInfoSetIndex associated with Access Category 1 into consideration.
The AS layer forward uac-AccessCategory1-SelectionAssistanceInfo along with the uac-barringInfoSetIndex associated with Access Category 1, if present, to upper layers. The upper layer will select Access Category 1 for concerned UE when both uac-AccessCategory1-SelectionAssistanceInfo along with the uac-barringInfoSetIndex associated with Access Category 1 are provided.
In this way, a PLMN not willing to configure Access Category will not configure uac-barringInfoSetIndex for Access Category 1 and the upper layer will never select Access Category 1.

	
	

	Summary of change:
	· Change the UE behaviour in 5.2.2.4 to also forward the uac-barringInfoSetIndex associated with Access Category 1, if present, to upper layers for Access Category 1 selection.

Impact Analysis
Impacted 5G architecture options:
SA, NE-DC, NR-DC
 
Impacted functionality:
Unified Access control
 
Inter-operability:
No inter-operability is forseen.

	
	

	Consequences if not approved:
	Among all the PLMNs sharing the same cell, the current ASN.1 for configuring uac-AccessCategory1-SelectionAssistanceInfo does not allow some PLMNs to configure Access Category 1 while others not to configure it.
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Upon receiving the SIB1 the UE shall:
1>	store the acquired SIB1;
1>	if the cellAccessRelatedInfo contains an entry with the PLMN-Identity of the selected PLMN:
2>	in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding PLMN-IdentityInfo containing the selected PLMN;
1>	if in RRC_CONNECTED while T311 is not running:
2>	disregard the frequencyBandList, if received, while in RRC_CONNECTED;
2>	forward the cellIdentity to upper layers;
2>	forward the trackingAreaCode to upper layers;
2>	apply the configuration included in the servingCellConfigCommon;
1>	else:
2>	if the UE supports one or more of the frequency bands indicated in the frequencyBandList for downlink for TDD, or one or more of the frequency bands indicated in the frequencyBandList for uplink for FDD, and they are not downlink only bands, and
2>	if the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList for a supported band in the downlink for TDD, or a supported band in uplink for FDD, and
2>	if the UE supports an uplink channel bandwidth with a maximum transmission bandwidth configuration (see TS 38.101-1 [15] and TS 38.101-2 [39]) which
-	is smaller than or equal to the carrierBandwidth (indicated in uplinkConfigCommon for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial uplink BWP, and
2>	if the UE supports a downlink channel bandwidth with a maximum transmission bandwidth configuration (see TS 38.101-1 [15] and TS 38.101-2 [39]) which
-	is smaller than or equal to the carrierBandwidth (indicated in downlinkConfigCommon for the SCS of the initial downlink BWP), and which
-	is wider than or equal to the bandwidth of the initial downlink BWP:
3>	if trackingAreaCode is not provided for the selected PLMN nor the registered PLMN nor PLMN of the equivalent PLMN list:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	if intraFreqReselection is set to notAllowed:
5>	consider cell re-selection to other cells on the same frequency as the barred cell as not allowed, as specified in TS 38.304 [20];
4>	else:
5>	consider cell re-selection to other cells on the same frequency as the barred cell as allowed, as specified in TS 38.304 [20];
3>	else:
4>	apply a supported uplink channel bandwidth with a maximum transmission bandwidth which
-	is contained within the carrierBandwidth indicated in uplinkConfigCommon for the SCS of the initial uplink BWP, and which
-	is wider than or equal to the bandwidth of the initial BWP for the uplink;
4>	apply a supported downlink channel bandwidth with a maximum transmission bandwidth which 
- is contained within the carrierBandwidth indicated in downlinkConfigCommon for the SCS of the initial downlink BWP, and which
- is wider than or equal to the bandwidth of the initial BWP for the downlink;
4>	select the first frequency band in the frequencyBandList, for FDD from frequencyBandList for uplink, or for TDD from frequencyBandList for downlink, which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxList, if present;
4>	forward the cellIdentity to upper layers;
4>	forward the trackingAreaCode to upper layers;
4>	forward the PLMN identity to upper layers;
4>	if in RRC_INACTIVE and the forwarded information does not trigger message transmission by upper layers:
5>	if the serving cell does not belong to the configured ran-NotificationAreaInfo:
6>	initiate an RNA update as specified in 5.3.13.8;
4>	forward the ims-EmergencySupport to upper layers, if present;
4>	forward the uac-AccessCategory1-SelectionAssistanceInfo to upper layers, if present;
4>	forward the uac-barringInfoSetIndex associated with Access Category 1 to upper layers, if present
4>	apply the configuration included in the servingCellConfigCommon;
4>	apply the specified PCCH configuration defined in 9.1.1.3;
4>	if the UE has a stored valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, that the UE requires to operate within the cell in accordance with sub-clause 5.2.2.1:
5>	use the stored version of the required SIB;
4>	if the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1:
5>	for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to broadcasting:
6>	acquire the SI message(s) as defined in sub-clause 5.2.2.3.2;
5>	for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to notBroadcasting:
6>	trigger a request to acquire the SI message(s) as defined in sub-clause 5.2.2.3.3;
4>	apply the first listed additionalSpectrumEmission which it supports among the values included in NR-NS-PmaxList within frequencyBandList in uplinkConfigCommon for FDD or in downlinkConfigCommon for TDD;
4>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxList:
5>	apply the additionalPmax for UL;
4>	else:
5>	apply the p-Max in uplinkConfigCommon for UL;
4>	if supplementaryUplink is present in servingCellConfigCommon; and
4>	if the UE supports one or more of the frequency bands indicated in the frequencyBandList of supplementary uplink; and
4>	if the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList for a supported supplementary uplink band; and
4>	if the UE supports an uplink channel bandwidth with a maximum transmission bandwith configuration (see TS 38.101-1 [15] and TS 38.101-2 [39]) which
-	is smaller than or equal to the carrierBandwidth (indicated in supplementaryUplink for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial uplink BWP of the SUL:
5>	consider supplementary uplink as configured in the serving cell;
5>	select the first frequency band in the frequencyBandList of supplementary uplink which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxList, if present;
5>	apply a supported supplementary uplink channel bandwidth with a maximum transmission bandwidth which
-	is contained withn the carrierBandwidth (indicated in supplementaryUplink for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial BWP of the SUL;
5>	apply the first listed additionalSpectrumEmission which it supports among the values included in NR-NS-PmaxList within frequencyBandList for the supplementaryUplink;
5>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxList for the supplementaryUplink:
6>	apply the additionalPmax in supplementaryUplink for SUL;
5>	else:
6>	apply the p-Max in supplementaryUplink for SUL;
2>	else:
3>	consider the cell as barred in accordance with TS 38.304 [20]; and
3>	perform barring as if intraFreqReselection is set to notAllowed;
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