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	Reason for change:
	Regarding candidate cell for conditional reconfiguration, 
CondReconfigId-r16 ::=                    INTEGER (1.. maxNrofCondCells-r16).
And maxNrofCondCells-r16 is 8, then CondReconfigId is 4 bit (not 3 bit). There is no reason to start from 1. It should be to use INTEGER (0 .. maxNrofCondCells-r16 – 1). 

	
	

	Summary of change:
	· Change 
CondReconfigId-r16 ::=                    INTEGER (1.. maxNrofCondCells-r16) to 
CondReconfigId-r16 ::=                    INTEGER (0.. maxNrofCondCells-r16-1).

· Change 
CondReconfigToRemoveList-r16 ::=     SEQUENCE (SIZE (1.. maxNrofCondCells-r16)) OF CondReconfigId-r16 to
CondReconfigToRemoveList-r16 ::=     SEQUENCE (SIZE (0.. maxNrofCondCells-r16-1)) OF CondReconfigId-r16

Impact analysis
Architecture options
(NG)EN-DC, NR SA, NE-DC, and NR-DC

Impacted functionality:
Operations on conditional handover (CHO) /conditional Pscell change (CPC)

Inter-operability:
If only the network is implemented according to the CR, no interoperability problems are foreseen.
If only the UE is implemented according to the CR, UE might not understand the condReconfigId which is not covered by network implementation range.
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[bookmark: _Toc46439576][bookmark: _Toc46444413][bookmark: _Toc46487174]–	CondReconfigId
The IE CondReconfigId is used to identify a CHO or CPC configuration.
CondReconfigId information element
-- ASN1START
-- TAG-CONDRECONFIGID-START

CondReconfigId-r16 ::=                    INTEGER (10.. maxNrofCondCells-r16-1) 

-- TAG-CONDRECONFIGID-STOP
-- ASN1STOP
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[bookmark: _Toc46439578][bookmark: _Toc46444415][bookmark: _Toc46487176]–	ConditionalReconfiguration
The IE ConditionalReconfiguration is used to add, modify and release the configuration of conditional reconfiguration.
ConditionalReconfiguration information element
-- ASN1START
-- TAG-CONDITIONALRECONFIGURATION-START

ConditionalReconfiguration-r16 ::=   SEQUENCE {
    attemptCondReconfig-r16              ENUMERATED {true}              OPTIONAL,   -- Cond PCell
    condReconfigToRemoveList-r16         CondReconfigToRemoveList-r16   OPTIONAL,   -- Need N
    condReconfigToAddModList-r16         CondReconfigToAddModList-r16   OPTIONAL,   -- Need N
    ...
}

CondReconfigToRemoveList-r16 ::=     SEQUENCE (SIZE (10.. maxNrofCondCells-r16-1)) OF CondReconfigId-r16

-- TAG-CONDITIONALRECONFIGURATION-STOP
-- ASN1STOP

	ConditionalReconfiguration field descriptions

	attemptCondReconfig
If present, the UE shall perform conditional reconfiguration if selected cell is a target candidate cell and it is the first cell selection after failure as described in clause 5.3.7.3.

	condReconfigToAddModList
List of the configuration of candidate SpCells to be added or modified for CHO or CPC.

	condReconfigToRemoveList
List of the configuration of candidate SpCells to be removed.



	Conditional Presence
	Explanation

	PCell
	The field is optional present, need N, if conditionalReconfiguration is added for CHO. Otherwise the field is not present.
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