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	Reason for change:
	There is wrong indentation in the section of CPC. 

	
	

	Summary of change:
	Indentation is changed by adding new line.

Impact analysis
Architecture options
EN-DC, NR SA, and NR-DC

Impacted functionality:
No functional impact 
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A Conditional PSCell Change (CPC) is defined as a PSCell change that is executed by the UE when execution condition(s) is met. The UE starts evaluating the execution condition(s) upon receiving the CPC configuration, and stops evaluating the execution condition(s) once PSCell change is triggered. Only intra-SN CPC is supported.
The following principles apply to CPC:
-	The CPC configuration contains the configuration of CPC candidate cell(s) and execution condition(s) generated by the SN.
-	An execution condition may consist of one or two trigger condition(s) (CPC events A3/A5, as defined in [4]). Only single RS type is supported and at most two different trigger quantities (e.g. RSRP and RSRQ, RSRP and SINR, etc.) can be configured simultaneously for the evalution of CPC execution condition of a single candidate PSCell.
-	Before any CPC execution condition is satisfied, upon reception of PSCell change command or PCell change command, the UE executes the PSCell change procedure as described in clause 10.3 and 10.5 or the PCell change procedure as described in clause 9.2.3.2 in TS 38.300[3], regardless of any previously received CPC configuration. Upon the successful completion of PSCell change procedure or PCell change procedure, the UE releases all stored CPC configurations.
-	While executing CPC, the UE is not required to continue evaluating the execution condition of other candidate PSCell(s).
-	Once the CPC procedure is executed successfully, the UE releases all stored CPC configurations.
-	Upon the release of SCG, the UE releases the stored CPC configurations.
CPC configuration in HO command, PSCell change command or CPC configuration is not supported.
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