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	Reason for change:
	· Terminology of RRC reestablishment is not formal one in RRC specification. 
· MCGFailureInformation procedure is used for handling of BH RLF for IAB SA which is described in 38.331. Therefore, this also should be captured in stage 2.

	
	

	Summary of change:
	· Change RRC reestablishment to RRC connection re-establishment
· Add MCGFailureInformation procedure for RLF recovery procedure.

Impact analysis
Architecture options
NR SA

Impacted functionality:
Operations in RLF recovery for IAB node



	
	

	Consequences if not approved:
	· Readability decreases.
· MCGFailureInformation might not be considered as BH RLF recovery in IAB.
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[bookmark: _Toc20387990][bookmark: _Toc29376070][bookmark: _Toc37231964]9.2.7	Radio Link Failure
In RRC_CONNECTED, the UE performs Radio Link Monitoring (RLM) in the active BWP based on reference signals (SSB/CSI-RS) and signal quality thresholds configured by the network. SSB-based RLM is based on the SSB associated to the initial DL BWP and can only be configured for the initial DL BWP and for DL BWPs containing the SSB associated to the initial DL BWP. For other DL BWPs, RLM can only be performed based on CSI-RS. In case of DAPS handover, the UE continues the RLM at the source cell until the successful completion of the random access procedure to the target cell.
The UE declares Radio Link Failure (RLF) when one of the following criteria are met:
-	Expiry of a radio problem timer started after indication of radio problems from the physical layer (if radio problems are recovered before the timer is expired, the UE stops the timer); or
-	Expiry of a timer started upon triggering a measurement report for a measurement identity for which the timer has been configured while another radio problem timer is running; or
-	Random access procedure failure; or
-	RLC failure; or
-	Detection of consistent uplink LBT failures for operation with shared spectrum channel access as described in 5.6.1.
In case of regular handover, after RLF is declared, the UE:
-	stays in RRC_CONNECTED;
-	selects a suitable cell and then initiates RRC re-establishment;
-	enters RRC_IDLE if a suitable cell was not found within a certain time after RLF was declared.
In case of DAPS handover, if RLF is declared in source cell, the UE:
-	stays in RRC_CONNECTED;
-	stops any data transmission or reception via the source link and releases the source link, but maintains the source RRC configuration;
In case of DAPS handover, when handover failure is declared at the target cell after source cell RLF was declared, the UE:
-	stays in RRC_CONNECTED;
-	selects a suitable cell and then initiates RRC re-establishment;
-	enters RRC_IDLE if a suitable cell was not found within a certain time after handover failure was declared.
[bookmark: _Hlk22303705]In case of CHO, after RLF is declared in source cell, the UE:
-	stays in RRC_CONNECTED;
[bookmark: _Hlk30059142]-	selects a suitable cell and if the selected cell is a CHO candidate and if network configured the UE to try CHO after RLF then the UE attempts CHO execution once, otherwise re-establishment is performed;
-	enters RRC_IDLE if a suitable cell was not found within a certain time after RLF was declared.
[bookmark: _GoBack]When RLF occurs at the IAB BH link, the same mechanisms and procedures are applied as for the access link. This includes BH RLF detection and RLF recovery using RRC connection re-establishment and MCGFailureInformation procedure.
For IAB-nodes operating in SA-mode, the IAB-node may transmit an RLF notification message to its child nodes in case the RRC connection re-establishment procedure to recover the BH link fails. The child node considers the BH link, on which it has received the RLF notification as failed (i.e. as if it has detected RLF on that BH link). The RLF notification message is transmitted on BAP layer.
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