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	Reason for change:
	RAN3 defined to use X2AP RRC TRANSFER message to transmit IABOtherInformation message from MeNB to en-gNB in order to support the IP address reporting/requesting via LTE leg. The spec. details on RRC Transfer msg is shown as below:

	IAB Information
	 
	0..1
	 
	 
	YES
	ignore

	>RRC Container
	O
	 
	OCTET STRING
 
 
 
	Includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [31] containing the IABOtherInformation message.
	-
	


However, in 36.331, the ULInformationTransferMRDC message includes the following description:

ul-DCCH-MessageNR

Includes the UL-DCCH-Message as defined in TS 38.331 [82]. In this version of the specification, the field is only used to transfer the NR RRC MeasurementReport, NR RRC UEAssistanceInformation and the NR RRC FailureInformation messages.
 
Since there is no IABOtherInformation message as agreed, it should be added.


	
	

	Summary of change:
	In ULInformationTransferMRDC, IABOtherInformation is added as one of contents of ul-DCCHNR field.

Impact analysis
Architecture options
EN-DC

Impacted functionality:
Operations in F1-C transfer for IAB node

Inter-operability:
If only the network is implemented according to the CR, no interoperability problems are foreseen.
If only the UE is implemented according to the CR, network cannot understand the messge including IABOtherInformation msg.


	
	

	Consequences if not approved:
	IP address request/report cannot be executed in NSA IAB.
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The ULInformationTransferMRDC message is used for the uplink transfer of MR DC information (i.e. for the case the SCG employs another RAT e.g. for transferring the NR RRC Measurement Report message).
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to E‑UTRAN
ULInformationTransferMRDC message
-- ASN1START

ULInformationTransferMRDC-r15 ::=	SEQUENCE {
	criticalExtensions					CHOICE {
		c1									CHOICE {
			ulInformationTransferMRDC-r15			ULInformationTransferMRDC-r15-IEs,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

ULInformationTransferMRDC-r15-IEs ::=	SEQUENCE {
	ul-DCCH-MessageNR-r15			OCTET STRING						OPTIONAL,
	lateNonCriticalExtension		OCTET STRING						OPTIONAL,
	nonCriticalExtension			SEQUENCE {}							OPTIONAL
}
-- ASN1STOP

	ULInformationTransferMRDC field descriptions

	ul-DCCH-MessageNR
Includes the UL-DCCH-Message as defined in TS 38.331 [82]. In this version of the specification, the field is only used to transfer the NR RRC MeasurementReport, NR RRC UEAssistanceInformation and the NR RRC FailureInformation messagesand NR RRC IABOtherInformation messages.
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