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	Reason for change:
	In subsequent reconfiguration of a stored CHO candidate configuration, the UE action to replace the entry in VarConditionalReconfiguration corresponding to condReconfigurationId is ambiguous. The statement can be interpreted that the entire configuration associated to condReconfigurationId is replaced which is incorrect.The required UE actions are already specified based on the presence of triggerCondition and condReconfigurationToApply. Further, if triggerCondition is provided, replace with the newly received value and if condReconfigurationToApply is provided, replace with the newly received value. These fields are ‘Need ON’ and there is no need to specify UE action when these fields are not present.

	
	

	Summary of change:
	UE action to replace the entry in VarConditionalReconfiguration corresponding to condReconfigurationId is removed. Further, the handling of UE actions when triggerCondition and condReconfigurationToApply are not present in reconfiguration of a stored CHO candidate configuration is removed. 

Impact analysis
Architecture options
NR SA, (NG)EN-DC and NR-DC

Impacted functionality:
Conditional reconfiguration modification.

Inter-operability:
If only the network is implemented according to the CR, no interoperability issues are foreseen.
If only the UE is implemented according to the CR, no interoperability issues are foreseen.

	
	

	Consequences if not approved:
	Some unnecessary and unclear text remains in the specification.
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The UE shall:
1>	for each condReconfigurationId included in the condReconfigurationToAddModList:
2>	if an entry with the matching condReconfigurationId exists in the condReconfigurationList within the VarConditionalReconfiguration:
3>	replace the entry with the values received for this condReconfigurationId;
3>	if the entry entry in condReconfigurationToAddModList includes a triggerCondition;
4>	replace the entry with the value received for this condReconfigurationId
3> else:
4>	keep the stored triggerCondition as the target candidate configuration for this condReconfigurationId;
3>	if the entry entry in condReconfigurationToAddModList includes an condReconfigurationToApply;
4>	replace the entry condReconfigurationToApply with the value received for this condReconfigurationId;
3> else:
4>	keep the stored condReconfigurationToApply as the target candidate configuration for this condReconfigurationId;
2>	else:
3>	add a new entry for this condReconfigurationId within the VarConditionalReconfiguration;
3>	store the associated RRCConnectionReconfiguration in VarConditionalReconfiguration;
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