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	Reason for change:
	1) maxNumConsecutiveDTX needs to be aligned with ASN.1.
2) The initialization of counter numConsecutiveDTX should be performed upon establishement of each PC5-RRC connection, which is missing in the current specification.
3) The increment of numConsecutiveDTX is ambiguious in the current specification, which should be clarified as ‘increment by 1’ rather than ‘by 2’ or others.
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	Summary of change:
	1) In 5.22.1.3.3,  change numConsecutiveDTX into sl-MaxNumConsecutiveDTX
2) In 5.22.1.3.3, clarify that numConsecutiveDTX, which is maintained for each PC5-RRC connection is initiated as zero once the PC5-RRC connection is established.
3) In 5.22.1.3.3, add ‘by 1’ after ‘increment numConsecutiveDTX’
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--------------------- [Start of change] ----------------------------------
[bookmark: _Toc46490384]5.22.1.3.3	HARQ-based Sidelink RLF detection
The HARQ-based Sidelink RLF detection procedure is used to detect Sidelink RLF based on a number of consecutive DTX on PSFCH reception occasions for a PC5-RRC connection.
RRC configures the following parameter to control HARQ-based Sidelink RLF detection:
-	sl-MaxNumConsecutiveDTXmaxNumConsecutiveDTX.
The following UE variable is used for HARQ-based Sidelink RLF detection.
-	numConsecutiveDTX, which is maintained for each PC5-RRC connection and initiated as zero once the PC5-RRC connection is established.
The Sidelink HARQ Entity shall (re-)initialize numConsecutiveDTX to zero for each PC5-RRC connection which has been established by upper layers, if any, upon (re)configuration of sl-MaxNumConsecutiveDTXmaxNumConsecutiveDTX.
The Sidelink HARQ Entity shall for each PSFCH reception occasion associated to the PSSCH transmission:
1>	if PSFCH reception is absent on the PSFCH reception occasion:
2>	increment numConsecutiveDTX by 1;
2>	if numConsecutiveDTX reaches sl-MaxNumConsecutiveDTXmaxNumConsecutiveDTX:
3>	indicate HARQ-based Sidelink RLF detection to upper layers.
1>	else:
2>	re-initialize numConsecutiveDTX to zero.

--------------------------[End of change] ------------------------------
