3GPP TSG-RAN WG2 Meeting #111 electronic    	                              R2-2007869
Online, August 17th - 28th, 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.331
	CR
	1938
	rev
	-
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	CR on cross-RAT signalling for NR V2X

	
	

	Source to WG:
	vivo

	Source to TSG:
	R2

	
	

	Work item code:
	5G_V2X_NRSL-Core
	
	Date:
	2020-08-07

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	1. In sidelink cross-RAT control scenario, the RRC signalling procedure for the UE to acknowledge a successfully received sidelink configuration for the other RAT is not yet completed.

2. Additionaly, 2 corrections related to editorial change.

	
	

	Summary of change:
	1. Add procedure to acknowledge the LTE sidelink configuration received by the NR network in 5.3.5.3 
2. Correct clause reference in “clause 5.6.x” in 5.7.4.3.
3. Add procedure to acknowledge the NR sidelink configuration received by the E-UTRAN network in 5.7.4.3.
4. Correct the specification reference “TS 38.331” in the field description of ul-DCCH-MessageEUTRAN in 6.2.2.
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START OF CHANGE
[bookmark: _Toc46439138][bookmark: _Toc46443975][bookmark: _Toc46486736][bookmark: _Toc46439346][bookmark: _Toc46444183][bookmark: _Toc46486944][bookmark: _GoBack]5.3.5.3	Reception of an RRCReconfiguration by the UE
[unrelated text omitted]
1>	if the RRCReconfiguration message includes the sl-ConfigDedicatedNR:
2>	perform the sidelink dedicated configuration procedure as specified in 5.3.5.14;
1>	if the RRCReconfiguration message includes the sl-ConfigDedicatedEUTRA:
2>	if sl-V2X-ConfigDedicated is included in sl-ConfigDedicatedEUTRA
3>	perform the V2X sidelink communication dedicated configuration procedure as specified in 5.3.10.15a in TS 36.331 [10];
2>	if sl-V2X-SPS-Config is included in sl-ConfigDedicatedEUTRA
3>	perform V2X sidelink SPS reconfiguration as specified in 5.3.10.5 in TS 36.331 [10];
2>	submit the RRCReconfigurationComplete message via the E-UTRA MCG embedded in E-UTRA RRCConnectionReconfigurationComplete message as specified in TS 36.331 [10], clause 5.3.5.3/5.3.5.4;
[unrelated text omitted]
START OF NEXT CHANGE
5.7.4.3	Actions related to transmission of UEAssistanceInformation message
The UE shall set the contents of the UEAssistanceInformation message for configured grant assistance information for NR sidelink communication:
1>	if configured to provide configured grant assistance information for NR sidelink communication:
2>	include the sl-UE-AssistanceInformationNR;
NOTE 4:	It is up to UE implementation when and how to trigger configured grant assistance information for NR sidelink communication.
1>	if the procedure was triggered to provide configured grant assistance information for NR sidelink communication by an NR RRCReconfiguration message that was embedded within an E-UTRA RRCConnectionReconfiguration:
2>	submit the UEAssistanceInformation to lower layers via SRB1, embedded in LTE RRC message ULInformationTransferIRAT as specified in TS 36.331 [10], clause 5.6.28x;
2>	submit the RRCReconfigurationComplete message via the E-UTRA MCG embedded in E-UTRA RRCConnectionReconfigurationComplete message as specified in TS 36.331 [10], clause 5.3.5.3/5.3.5.4;
1>	else:
2>	submit the UEAssistanceInformation message to lower layers for transmission.
The UE shall:
1>	if the UE is in (NG)EN-DC:
2>	if SRB3 is configured:
3>	submit the UEAssistanceInformation message via SRB3 to lower layers for transmission;
2>	else:
3>	submit the UEAssistanceInformation message via the E-UTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10].
1>	else if the UE is in NR-DC:
2>	if the UE assistance configuration that triggered this UE assistance information is associated with the SCG:
3>	if SRB3 is configured:
4>	submit the UEAssistanceInformation message via SRB3 to lower layers for transmission;
3>	else:
4>	submit the UEAssistanceInformation message via the NR MCG embedded in NR RRC message ULInformationTransferMRDC as specified in 5.7.2a.3;
2>	else:
3>	submit the UEAssistanceInformation message via SRB1 to lower layers for transmission;
1>	else:
[bookmark: _Toc46439340][bookmark: _Toc46444177][bookmark: _Toc46486938]2>	submit the UEAssistanceInformation message to lower layers for transmission.
	

START OF NEXT CHANGE
[bookmark: _Toc46439466][bookmark: _Toc46444303][bookmark: _Toc46487064]6.2.2	Message definitions
[bookmark: _Toc46439512][bookmark: _Toc46444349][bookmark: _Toc46487110]–	ULInformationTransferIRAT
The ULInformationTransferIRAT message is used for the uplink transfer of information terminated at NR MCG but specified by anoher RAT. In this version of the specification, the message is used for V2X sidelink communication information specified in TS 36.331 [10].
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to network
ULInformationTransferIRAT message
-- ASN1START
-- TAG-ULINFORMATIONTRANSFERIRAT-START

ULInformationTransferIRAT-r16 ::=              SEQUENCE {
    criticalExtensions                                CHOICE {
        c1                                                   CHOICE {
            ulInformationTransferIRAT-r16                    ULInformationTransferIRAT-r16-IEs,
            spare3 NULL, spare2 NULL, spare1 NULL
        },
        criticalExtensionsFuture                     SEQUENCE {}
    }
}

ULInformationTransferIRAT-r16-IEs ::=        SEQUENCE {
    ul-DCCH-MessageEUTRA-r16                        OCTET STRING              OPTIONAL,
    lateNonCriticalExtension                        OCTET STRING              OPTIONAL,
    nonCriticalExtension                              SEQUENCE {}              OPTIONAL
}

-- TAG-ULINFORMATIONTRANSFERIRAT-STOP
-- ASN1STOP

	ULInformationTransferIRAT field descriptions

	ul-DCCH-MessageEUTRA
Includes the UL-DCCH-Message as defined in TS 368.331 [82]. In this version of the specification, the field is only used to transfer the LTE RRC MeasurementReport, LTE RRC SidelinkUEInformation and the LTE RRC UEAssistanceInformation messages.
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