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	Reason for change:
	The current value range of (1..8) for the sidelink prioritization threshold information element sl-PriotizationThres does not permit a sidelink MAC PDU with LCP value of 8 to be prioritized over uplink transmission.  This is a result of the current 38.321 prioritization rule which prioritizes a sidelink MAC PDU over uplink transmission if the highest LCP value in the MAC PDU is less than the prioritization threshold sl-PriotizationThres.  
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Start of 1st change

SL-ScheduledConfig information element
-- ASN1START
-- TAG-SL-SCHEDULEDCONFIG-START

SL-ScheduledConfig-r16 ::=                   SEQUENCE {
    sl-RNTI-r16                                  RNTI-Value,
    mac-MainConfigSL-r16                         MAC-MainConfigSL-r16                                     OPTIONAL,    -- Need M
    sl-Timing-Config-r16                         SL-TimingConfig-r16                                      OPTIONAL,    -- Need M
    sl-CS-RNTI-r16                               RNTI-Value                                               OPTIONAL,    -- Need M
    sl-PSFCH-ToPUCCH-r16                         SEQUENCE (SIZE (1..8)) OF INTEGER (0..15)                OPTIONAL,    -- Need M
    sl-ConfiguredGrantConfigList-r16             SL-ConfiguredGrantConfigList-r16                         OPTIONAL,    -- Need M
    ...
}

MAC-MainConfigSL-r16 ::=                     SEQUENCE {
    sl-BSR-Config-r16                            BSR-Config                                               OPTIONAL,    -- Need M
    ul-PrioritizationThres-r16                   INTEGER (1..16)                                          OPTIONAL,    -- Need M
    sl-PrioritizationThres-r16                   INTEGER (1..89)                                           OPTIONAL,    -- Need M
    ...

}

SL-TimingConfig-r16 ::=                      SEQUENCE {
    sl-DCI-ToSL-Trans-r16                        ENUMERATED{ffs}                                          OPTIONAL,    -- Need M
    ...
}

SL-ConfiguredGrantConfigList-r16 ::=       SEQUENCE {
    sl-ConfiguredGrantConfigToReleaseList-r16  SEQUENCE (SIZE (1..maxNrofCG-SL-r16)) OF SL-ConfigIndexCG-r16         OPTIONAL, -- Need N
    sl-ConfiguredGrantConfigToAddModList-r16   SEQUENCE (SIZE (1..maxNrofCG-SL-r16)) OF SL-ConfiguredGrantConfig-r16 OPTIONAL -- Need N
}

-- TAG-SL-SCHEDULEDCONFIG-STOP
-- ASN1STOP

End of 1st change 


Start of 2nd change

SL-UE-SelectedConfig information element
-- ASN1START
-- TAG-SL-UE-SELECTEDCONFIG-START

SL-UE-SelectedConfig-r16 ::=                 SEQUENCE {
    sl-PSSCH-TxConfigList-r16                    SL-PSSCH-TxConfigList-r16                                   OPTIONAL,    -- Need R
    sl-ProbResourceKeep-r16                      ENUMERATED {v0, v0dot2, v0dot4, v0dot6, v0dot8}             OPTIONAL,    -- Need R
    sl-ReselectAfter-r16                         ENUMERATED {n1, n2, n3, n4, n5, n6, n7, n8, n9}             OPTIONAL,    -- Need R
    sl-CBR-CommonTxConfigList-r16                SL-CBR-CommonTxConfigList-r16                               OPTIONAL,    -- Need R
    ul-PrioritizationThres-r16                   INTEGER (1..16)                                             OPTIONAL,    -- Need R
    sl-PrioritizationThres-r16                   INTEGER (1..89)                                              OPTIONAL,    -- Need R
    ...
}

-- TAG-SL-UE-SELECTEDCONFIG-STOP
-- ASN1STOP

End of 2nd change 




