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	Reason for change:
	Current ASN.1 coding on eab-Param cannot allow PLMN specific access control flexibility to UEs configured with EAB (i.e., considered as configured for Delay Tolerant Service) in Network Sharing scenario. For example., if one PLMN wants to configure EAB parameters to UEs configured for Delay Tolerant Service, the other sharing PLMN(s) has to configure EAB parameters to UEs configured for Delay Tolerant Service also.

Corresponding discussion paper can be found in [1].

	
	

	Summary of change:
	Add a new value ‘null’ in addition to legacy values ‘a, b, c’ to eab-Config.
Impact Analysis
Impacted 5G architecture options:
eLTE, (NG)EN-DC
 
Impacted functionality:
Unified Access control
 
Inter-operability:
There is no inter-operability issue.
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	In Network Sharing scenario, PLMN specific access control flexibility to UEs configured for Delay Tolerant Service cannot be realized.
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START OF CHANGE
[bookmark: _Toc46439466][bookmark: _Toc46444303][bookmark: _Toc46487064]6.3.1	Message definitions
[bookmark: _Toc20487256][bookmark: _Toc29342551][bookmark: _Toc29343690][bookmark: _Toc36566952][bookmark: _Toc36810390][bookmark: _Toc36846754][bookmark: _Toc36939407][bookmark: _Toc37082387][bookmark: _Toc46481019][bookmark: _Toc46482253][bookmark: _Toc46483487][bookmark: _GoBack]–	SystemInformationBlockType14
The IE SystemInformationBlockType14 contains the EAB parameters.
SystemInformationBlockType14 information element
-- ASN1START

SystemInformationBlockType14-r11 ::=	SEQUENCE {
	eab-Param-r11							CHOICE {
		eab-Common-r11							EAB-Config-r11,
		eab-PerPLMN-List-r11					SEQUENCE (SIZE (1..maxPLMN-r11)) OF EAB-ConfigPLMN-r11
	}														OPTIONAL, -- Need OR
	lateNonCriticalExtension				OCTET STRING			OPTIONAL,
	...,
	[[	eab-PerRSRP-r15					ENUMERATED {thresh0, thresh1, thresh2, thresh3}	OPTIONAL	-- Need OR
	]]
	[[
	eab-Param-r16							CHOICE {
		eab-Common-r16							EAB-Config-r16,
		eab-PerPLMN-List-r16					SEQUENCE (SIZE (2..maxPLMN-r11)) OF EAB-Config-r16
	}														OPTIONAL, -- Need OR
	]]

}

EAB-ConfigPLMN-r11 ::=				SEQUENCE {
	eab-Config-r11						EAB-Config-r11				OPTIONAL -- Need OR
}

EAB-Config-r11 ::=					SEQUENCE {
	eab-Category-r11					ENUMERATED {a, b, c},
	eab-BarringBitmap-r11				BIT STRING (SIZE (10))
}
EAB-Config-r16 ::=					SEQUENCE {
	eab-Category-r16					ENUMERATED {a, b, c, null},
	eab-BarringBitmap-r16				BIT STRING (SIZE (10))
}


-- ASN1STOP

	SystemInformationBlockType14 field descriptions

	eab-BarringBitmap
Extended access class barring for AC 0-9. The first/ leftmost bit is for AC 0, the second bit is for AC 1, and so on.

	eab-Category
Indicates the category of UEs for which EAB applies. Value a corresponds to all UEs, value b corresponds to the UEs that are neither in their HPLMN nor in a PLMN that is equivalent to it, and value c corresponds to the UEs that are neither in the PLMN listed as most preferred PLMN of the country where the UEs are roaming in the operator-defined PLMN selector list on the USIM, nor in their HPLMN nor in a PLMN that is equivalent to their HPLMN, see TS 22.011 [10]. If the field is configured as "null", EAB is not applicable to the UE for corresponding PLMN(s).

	eab-Common
The EAB parameters applicable for all PLMN(s).

	eab-PerPLMN-List
The EAB parameters per PLMN, listed in the same order as the PLMN(s) listed across the plmn-IdentityList fields in SystemInformationBlockType1.

	eab-PerRSRP
Access barring per RSRP. Value thresh0 means access to the cell is barred when in enhanced coverage as specified in TS 36.304 [4] and does not apply to UEs satisfying S criteria for normal coverage. Value thresh1 is compared to the first entry configured in rsrp-ThresholdsPrachInfoList, value thresh2 is compared to the second entry configured in rsrp-ThresholdsPrachInfoList and so on.


END OF CHANGE
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