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	Reason for change:
	When UE operating on the E-UTRA, the FR2 inter-RAT measurement gap requirement can be indicated via two fields (i.e. interRAT-NeedForGapsNR and independentGapConfig).
	[bookmark: _Toc46493878]interRAT-NeedForGapsNR-r16
This field defines for each supported E-UTRA band or band combination whether measurement gaps are required to perform SSB based inter-RAT measurements on each supported NR band.


Or
	independentGapConfig
This field indicates whether the UE supports two independent measurement gap configurations for FR1 and FR2 specified in clause 9.1.2 of TS 38.133 [5]. The field also indicates whether the UE supports the FR2 inter-RAT measurement without gaps when (NG)EN-DC is not configured.


However, if interRAT-NeedForGapsNR is present for measured FR2 band on top of independentGapConfig, it is not clear for network which field should be referred in order to determine the inter-RAT measurement gap requirement.
Two alternative solutions are proposed:
Option1: 
If gaps requirement for measured FR2 bands are indicated both in independentGapConfig and interRAT-NeedForGapsNR, the UE shall set the same gap requirement for FR2 bands in both fields.
Option2:
If gaps requirement for measured FR2 bands are indicated both in independentGapConfig and interRAT-NeedForGapsNR, the network should refer to interRAT-NeedForGapsNR instead of independentGapConfig to determine the gap requirements for the indicated measured band per operating E-UTRA band or band combinations.
Considering interRAT-NeedForGapsNR can be reported on each meausured FR2 band, it is reasonable to support Option2 to enable gap requirement report with finer granularity.

	
	

	Summary of change:
	Clarify indication of FR2 inter-RAT measurement gap requirement if interRAT-NeedForGapsNR is present for measured FR2 band on top of independentGapConfig. The network should refer to interRAT-NeedForGapsNR instead of independentGapConfig to determine the gap requirements for the indicated measured band per operating E-UTRA band or band combinations.

Impact analysis
Impacted functionality: FR2 Measurement Gap requirement.
Inter-operability: 
  If the network is implemented according to the CR and the UE is not or vice versa, the measurement gap requirement may not aligned in NW and UE.

	
	

	Consequences if not approved:
	[bookmark: _GoBack]The FR2 inter-RAT measurement gap requirement is ambiguous between network and UE, which will cause system performance downgrade.
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	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	independentGapConfig
This field indicates whether the UE supports two independent measurement gap configurations for FR1 and FR2 specified in clause 9.1.2 of TS 38.133 [5]. The field also indicates whether the UE supports the FR2 inter-RAT measurement without gaps when (NG)EN-DC is not configured. If interRAT-NeedForGapsNR is present for measured FR2 band per operating E-UTRA band or band combinations, the network should refer to interRAT-NeedForGapsNR instead of this field to determine the gap requirements for the indicated measured band per operating E-UTRA band or band combinations.
	UE
	No
	No
	No
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