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	Reason for change:
	In Rel-15, for late drop on synchronous NR-NR DC, a new Rel-15 UE capability of sfn-SyncNRDC (i.e. a lack of capability for non-SFN-sync) )was introduced. In RAN #88e meeting, it was agreed that all Rel-16 UEs shall not be allowed to report sfn-SyncNRDC.

	
	

	Summary of change:
	In 4.2.7.12, for the capability bit of sfn-SyncNRDC, 
· Add restriction that All Rel-16 UEs shall not be allowed to report this capability.

Impact analysis
Impacted 5G architecture options:
NR-NR DC

Impacted functionality:
NR-NR DC

Inter-operability: 
1. If the network implements the CR and the UE does not, there is no interoperability issue. 
1. If the UE implements the CR the network does not, there is no interoperability issue.


	
	

	Consequences if not approved:
	The Rel-16 UE can still report a lack of capability for non-SFN-sync, which may limit the network deployment of synchronous NR-NR DC.
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	Definitions for parameters
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	FDD-TDD
DIFF
	FR1-FR2
DIFF
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	[bookmark: _Hlk19805092]sfn-SyncNRDC
Indicates the UE supports NR-DC only with SFN and frame synchronization between PCell and PSCell. If not included by the UE supporting NR-DC, the UE supports NR-DC with slot-level synchronization without condition on SFN and frame synchronization. In this release, UE shall not report this capability.
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	No
	No
	No
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