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START OF CHANGE
6.3.2
Radio resource control information elements

……

–
NPN-IdentityInfoList
The IE NPN-IdentityInfoList includes a list of NPN identity information.

NPN-IdentityInfoList information element

-- ASN1START

-- TAG-NPN-IDENTITYINFOLIST-START

NPN-IdentityInfoList-r16 ::=     SEQUENCE (SIZE (1..maxNPN-r16)) OF NPN-IdentityInfo-r16

NPN-IdentityInfo-r16 ::=         SEQUENCE {

    npn-IdentityList-r16             SEQUENCE (SIZE (1..maxNPN-r16)) OF NPN-Identity-r16,

    trackingAreaCode-r16             TrackingAreaCode,

    ranac-r16                        RAN-AreaCode                                                OPTIONAL,       -- Need R

    cellIdentity-r16                 CellIdentity,

    cellReservedForOperatorUse-r16   ENUMERATED {reserved, notReserved},

    iab-Support-r16                  ENUMERATED {true}                                           OPTIONAL,       -- Need R

    ...

}

-- TAG-NPN-IDENTITYINFOLIST-STOP

-- ASN1STOP

	NPN-IdentityInfoList field descriptions

	iab-Support

This field combines both the support of IAB-node and the cell status for IAB-node. If the field is present, the cell supports IAB-nodes and the cell is also considered as a candidate for IAB-nodes; if the field is absent, the cell does not support IAB and/or the cell is barred for IAB-node.

	NPN-IdentityInfo
The NPN-IdentityInfo contains one or more NPN identities and additional information associated with those NPNs. Only the same type of NPNs (either SNPNs or PNI-NPNs) can be listed in a NPN-IdentityInfo element.

	npn-IdentityList

The npn-IdentityList contains one or more NPN Identity elements.

	trackingAreaCode

Indicates the Tracking Area Code to which the cell indicated by cellIdentity field belongs. 

	ranac

Indicates the RAN Area Code to which the cell indicated by cellIdentity field belongs. 

	cellReservedForOperatorUse
Indicates whether the cell is reserved for operator use (for the NPN(s) identified in the npn-IdentyList) as defined in TS 38.304 [20]. This field is ignored by NPN capable IAB-MT. 
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