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	Reason for change:
	EUTRA cell related information i.e. CGI-InfoEUTRALogging can be reported to an NR cell as part of RLF reporting. According to the current field description of CGI-InfoEUTRALogging, the UE will set CGI InfoEUTRALogging based on NR SIB1, not LTE SIB1. 
Additionally, in LTE SIB1 the set of values of plmn-Identity, cellIdentity and trackingAreaCode should be associated with each core type. 

	
	

	Summary of change:
	Update the field description of CGI-InfoEUTRALogging such that 
· The cellIdentity belongs to the first PLMN entry of plmn-IdentityList (when connected to EPC) or of plmn-IdentityList-r15 (when connected to 5GC) in SystemInformationBlockType1
· The plmn-Identity corresponds to the first PLMN entry of plmn-Identity (when connected to EPC) or of plmn-IdentityList-r15 (when connected to 5GC) that contained the reported cellIdentity.

Impact analysis
Impacted functionality
RLF reporting 

Inter-operability
· If the UE implements this change but the network does not, there is no inter-operability issue. 
· If the network implements this change but the UE does not, incorrect E-UTRAN RLF information will be included in NR UEInformationResponse message, which may hinder the network from performing mobility robustness optimization and deteriorate user experience accordingly.

	
	

	Consequences if not approved:
	The UE will include NR cell related information in CGI-InfoEUTRALogging as part of LTE RLF reporting to an NR cell. 
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[bookmark: _Toc46439570][bookmark: _Toc46444407][bookmark: _Toc46487168]–	CGI-InfoEUTRALogging
The IE CGI-InfoEUTRALogging indicates EUTRA cell related information, which is reported by the UE as part of RLF reporting procedure.
CGI-InfoEUTRALogging information element
-- ASN1START
-- TAG-CGI-INFOEUTRALOGGING-START

CGI-InfoEUTRALogging ::=         SEQUENCE {
    plmn-Identity-eutra-5gc          PLMN-Identity                                          OPTIONAL,
    trackingAreaCode-eutra-5gc       TrackingAreaCode                                       OPTIONAL,
    cellIdentity-eutra-5gc           BIT STRING (SIZE (28))                                 OPTIONAL,
    plmn-Identity-eutra-epc          PLMN-Identity                                          OPTIONAL,
    trackingAreaCode-eutra-epc       BIT STRING (SIZE (16))                                 OPTIONAL,
    cellIdentity-eutra-epc           BIT STRING (SIZE (28))                                 OPTIONAL
}

-- TAG-CGI-INFOEUTRALOGGING-STOP
-- ASN1STOP

	CGI-InfoEUTRALogging field descriptions

	cellIdentity-eutra-epc, cellIdentity-eutra-5GC
Unambiguously identify a cell within the context of the PLMN. It belongs the first PLMN entry of plmn-IdentityList (when connected to EPC) or of plmn-IdentityList-r15 (when connected to 5GC) in SystemInformationBlockType1PLMN-IdentityInfo IE of PLMN-IdentityInfoList in SIB1.

	plmn-Identity-eutra-epc, plmn-Identity-eutra-5GC
Identifies the PLMN of the cell for the reported cellIdentity: the first PLMN entry of plmn-IdentityList (when connected to EPC) or of plmn-IdentityList-r15 (when connected to 5GC) in SystemInformationBlockType1 (in SIB1) in the instance of PLMN-IdentityInfoList that contained the reported cellIdentity.

	trackingAreaCode-eutra-epc, trackingAreaCode-eutra-5gc
Indicates Tracking Area Code to which the cell indicated by cellIdentity-eutra-epc, cellIdentity-eutra-5GC belongs.
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