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	In the RAN2#110 e-meeting, the extended capability of NGEN-DC for the IEs related to EN-DC issue had been fully discussed and the agreements that some IEs applicable to EN-DC(e.g.ca-ParametersEUTRA) also apply to NGEN-DC had been reached.
However, for some IEs applicable to EN-DC (e.g. v2x-EUTRA), it is still unclear whether the capability also applies to NGEN-DC. Hence, this CR aims at clarifying the extended capability of NGEN-DC for some remaining IEs applies to EN-DC.

	
	

	Summary of change:
	(NG) is added in front of the EN-DC for the descriptions of some IEs applicable to EN-DC. 

	
	

	Consequences if not approved:
	For some IEs applicable to EN-DC, it is still unclear whether the capability also applies to NGEN-DC.

	
	

	Clauses affected:
	4.2.2, 4.2.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


Page 1



[bookmark: _Toc510018567][bookmark: _Toc20426065][bookmark: _Toc29321461][bookmark: _Toc20426106]START Of the 1st CHANGE
[bookmark: _Toc12750887][bookmark: _Toc29382251][bookmark: _Toc37093368][bookmark: _Toc37238644][bookmark: _Toc37238758][bookmark: _Toc46488653]4.2.2	General parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2
DIFF

	accessStratumRelease
Indicates the access stratum release the UE supports as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	delayBudgetReporting
Indicates whether the UE supports delay budget reporting as specified in TS 38.331 [9].
	UE
	No
	No
	No

	inactiveState
Indicates whether the UE supports RRC_INACTIVE as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	overheatingInd
Indicates whether the UE supports overheating assistance information.
	UE
	No
	No
	No

	reducedCP-Latency
Indicates whether the UE supports reduced control plane latency as defined in TS 38.331 [9]
	UE
	No
	No
	No

	splitSRB-WithOneUL-Path
Indicates whether the UE supports UL transmission via MCG path and DL reception via either MCG path or SCG path, as specified for the split SRB in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode).
	UE
	No
	No
	No

	splitDRB-withUL-Both-MCG-SCG
Indicates whether the UE supports UL transmission via both MCG path and SCG path for the split DRB as specified in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode).
	UE
	Yes
	No
	No

	srb3
Indicates whether the UE supports direct SRB between the SN and the UE as specified in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode). This field is not applied to NE-DC.
	UE
	Yes
	No
	No

	v2x-EUTRA
Indicates whether the UE supports EUTRA V2X according to UE-EUTRA-Capability as defined in TS 36.331 [17], independent of the configured EN-DC band combination. This field is only applied to (NG)EN-DC. In UE-NR-Capability, this field is not used, and UE does not include the field.
	UE
	No
	Yes
	No
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[bookmark: _Toc12750889][bookmark: _Toc29382253][bookmark: _Toc37093370][bookmark: _Toc46509433]4.2.4	PDCP Parameters

	Definitions for parameters
	Per
	M
	FDD-TDD DIFF

	continueROHC-Context
Defines whether the UE supports ROHC context continuation operation where the UE does not reset the current ROHC context upon PDCP re-establishment, as specified in TS 38.323 [16].
	UE
	No
	No

	maxNumberROHC-ContextSessions
Defines the maximum number of header compression context sessions supported by the UE, excluding context sessions that leave all headers uncompressed.
	UE
	No
	No

	outOfOrderDelivery
Indicates whether UE supports out of order delivery of data to upper layers by PDCP.
	UE
	No
	No

	pdcp-DuplicationMCG-OrSCG-DRB
Indicates whether the UE supports CA-based PDCP duplication over MCG or SCG DRB as specified in TS 38.323 [16].
	UE
	No
	No

	pdcp-DuplicationSplitDRB
Indicates whether the UE supports PDCP duplication over split DRB as specified in TS 38.323 [16].
	UE
	No
	No

	pdcp-DuplicationSplitSRB
Indicates whether the UE supports PDCP duplication over split SRB1/2 as specified in TS 38.323 [16].
	UE
	No
	No

	pdcp-DuplicationSRB
Indicates whether the UE supports CA-based PDCP duplication over SRB1/2 and/or, if (NG)EN-DC is supported, SRB3 as specified in TS 38.323 [16].
	UE
	No
	No

	shortSN
Indicates whether the UE supports 12 bit length of PDCP sequence number.
	UE
	Yes
	No

	supportedROHC-Profiles
Defines which ROHC profiles from the list below are supported by the UE:
-	0x0000 ROHC No compression (RFC 5795)
-	0x0001 ROHC RTP/UDP/IP (RFC 3095, RFC 4815)
-	0x0002 ROHC UDP/IP (RFC 3095, RFC 4815)
-	0x0003 ROHC ESP/IP (RFC 3095, RFC 4815)
-	0x0004 ROHC IP (RFC 3843, RFC 4815)
-	0x0006 ROHC TCP/IP (RFC 6846)
-	0x0101 ROHC RTP/UDP/IP (RFC 5225)
-	0x0102 ROHC UDP/IP (RFC 5225)
-	0x0103 ROHC ESP/IP (RFC 5225)
-	0x0104 ROHC IP (RFC 5225)
A UE that supports one or more of the listed ROHC profiles shall support ROHC profile 0x0000 ROHC uncompressed (RFC 5795).
An IMS voice capable UE shall indicate support of ROHC profiles 0x0000, 0x0001, 0x0002 and be able to compress and decompress headers of PDCP SDUs at a PDCP SDU rate corresponding to supported IMS voice codecs.
	UE
	No
	No

	uplinkOnlyROHC-Profiles
Indicates the ROHC profile(s) that are supported in uplink-only ROHC operation by the UE.
-	0x0006 ROHC TCP (RFC 6846)
A UE that supports uplink-only ROHC profile(s) shall support ROHC profile 0x0000 ROHC uncompressed (RFC 5795).
	UE
	No
	No
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