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	Reason for change:
	The procedure for the rlf-Cause (bh-rlfRecoveryFailure) is absent for RLF cause determination.


	
	

	Summary of change:
	Add the corresponding procedure description when the rlf-Cause is set as bh-rlfRecoveryFailure.
Impact analysis
Impacted functionality:
RLF reporting
Inter-operability: 
1. If the IAB-MT is implemented according to this CR but the network is not, the network fails to understand the cause of the RLF.
2. If the network is implemented according to this CR but the IAB-MT is not, IAB-MT cannot record the cause of RLF and report to the network.


	
	

	Consequences if not approved:
	IAB-MT will not record the bh-rlfRecoveryFailure in the RLF report.
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START OF THE 1st CHANGE
[bookmark: _Toc46439204][bookmark: _Toc46444041][bookmark: _Toc46486802]5.3.10.4	RLF cause determination
The UE shall set the rlf-Cause in the VarRLF-Report as follows:
1>	if the UE declares radio link failure due to T310 expiry:
2>	set the rlf-Cause as t310-Expiry;
1>	else if the UE declares radio link failure due to the random access problem indication from MCG MAC:
2>	if the random access procedure was initiated for beam failure recovery:
3>	set the rlf-Cause as beamFailureRecoveryFailure;
2>	else:
3>	set the rlf-Cause as randomAccessProblem;
1>	else if the UE declares radio link failure due to the reaching of maximum number of retransmissions from the MCG RLC:
2>	set the rlf-Cause as rlc-MaxNumRetx;
1>	else if the UE declares radio link failure due to consistent uplink LBT failures:
2>	set the rlf-Cause as lbtFailure;
1>	else if the IAB-MT declares radio link failure due to RLF recovery failure over the backhaul link:
2>	set the rlf-Cause as bh-rlfRecoveryFailure.
END OF THE 1st CHANGE
