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	Reason for change:
	In RAN2#110e, RAN2 has agreed to introduce NeedForGap signalling to indicate gap requirement for inter-RAT NR measurement when UE operating on E-UTRAN. 
But in TS 36.300, there is one sentence in 10.1.3 "UE may need measurement gaps to perform inter-RAT measurements on NR frequencies depending on the UE capability to support independent FR measurement as specified in TS 38.306." which does not cover the new introduced NeedForGap capability. 
This is not correct in the scenario that UE performs FR1 inter-RAT measurement, which the measurement gaps requirement depends on NeedForGap capability instead of UE’s independent FR measurement capability. Furthermore, for FR2 inter-RAT measurement, the measurement gaps requirement may also depends on NeedForGap capability.

	
	

	Summary of change:
	Modify the description in 10.1.3 about measurement gaps for inter-RAT measurements on NR frequencies to cover NeedForGap capability.

Impact analysis
Impacted functionality: Measurement Gap requirement.
Inter-operability: 
1. If the UE is implemented according to the CR and the network is not, the measurement gap requirement may not aligned in NW and UE.
2. If the network is implemented according to the CR and the UE is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	UE capability to indicate measurement gap requirement for FR1 inter-RAT measurement is not correct according to stage2 spec.
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First Modified Subclause
[bookmark: _Toc20402833][bookmark: _Toc29372339][bookmark: _Toc37760291][bookmark: _Toc46498527]10.1.3	Measurements
[bookmark: _Toc20402834][bookmark: _Toc29372340][bookmark: _Toc37760292][bookmark: _Toc46498528]10.1.3.0	General

Measurement gaps may be needed by the UE to carry out inter-RAT measurements on NR frequencies. UE may need measurement gaps to perform inter-RAT measurements on NR frequencies depending on the UE's need for gap capability, as well as the UE capability to support independent FR measurement as specified in TS 38.306 [89]. The UE may not be able to perform inter-RAT NR measurements without measurement gaps in the following cases:
-	If the UE only supports per-UE gaps and the UE is required to measure NR frequencies:
-	If the UE supports per-FR gaps and the UE is required to measure at least one NR frequency in FR1;
Measurement gaps patterns are configured and activated by RRC.
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