[bookmark: Title][bookmark: DocumentFor]3GPP TSG RAN WG2#112-e	R2-2008702
Online meeting, 2nd - 13th November, 2020


3GPP TSG-RAN WG1 Meeting #102-e	R1-2006195
e-Meeting, August 17th – 28th, 2020

[bookmark: _Hlk525639161]Title:	LS on UE behavior for P/SP-CSI-RS reception in NR-U
Release:	Rel-16
Work Item:	NR_unlic-core

Source:	RAN WG1
To:	RAN WG4
[bookmark: _GoBack]Cc:	RAN WG2

Contact Person:	
Name:	Chiou-Wei Tsai
E-mail Address:	cw.tsai@mediatek.com


1. Overall Description:
It is RAN1’s common understanding that when none of the RRC parameters CO-DurationPerCell-r16, SlotFormatIndicator, and CSI-RS-ValidationWith-DCI-r16 is configured for a UE, the UE follows the behavior specified in TS38.213 section 11.1 and the UE is not mandated to determine the presence or absence of the P/SP-CSI-RS that might be caused by LBT failure on the gNB side when receiving a P/SP-CSI-RS on a cell with shared spectrum channel access.

2. Actions:
ACTION: 	RAN WG1 respectfully asks RAN WG4 and WG2 to take the above into account in their future work.

3. Date of Next TSG-RAN WG1 Meetings:
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