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	Reason for change:
	Capture further Release-16 UE capabilities based on the RAN1 UE feature list (R1-2007328).


	
	

	Summary of change:
	New Release-16 capabilities from RAN1/RAN2/RAN4 are added based on the latest RAN1 feature list.

1.	R1-2007328 Updated Rel16_RAN1_UE feature List
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Impacted functionality:
V2X UE capability

Inter-operability: 

1. If UE implements according to the CR and the network does not, there is no inter-operability issues since network would not configure UE for the additional V2X capability.
2. If the network implements according to the CR and the UE does not, there is no inter-operability issues since the UE would not report the additional V2X capability.
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Change Start
4.3.5.X	v2x-SupportedTxBandCombListPerBC-v16xy, v2x-SupportedRxBandCombListPerBC-v16xy
This field indicates, for a particular band combination of EUTRA, the supported band combination list among v2x-SupportedBandCombinationListNR on which the UE supports simultaneous transmission or reception of EUTRA and V2X sidelink communication respectively. 
Next Change
4.3.21.X	tx-Sidelink-r16, rx-Sidelink-r16
This parameter indicates whether the UE supports sidelink transmission/reception on the band in the band combination. For NR sidelink transmission, this field is only applicable if the UE supports at least one of sl-TransmissionMode1-r16 and sl-TransmissionMode2-r16 on the band as specified in TS 38.331 [82]. For NR sidelink reception, this field is only applicable if the UE supports sl-Reception-r16 on the band as specified in TS 38.331 [82].
End of Change
